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A chance meeting of four boys, whose sole possession was an 
idea, a desire for improvement and strong determination 
to succeed, was the cornerstone for what developed 

into an international success. 


Today, three of the original four “boys” are 
actively managing this aggressive organiza- 
tion. A new generation is coming along! For- 
tunately for these new youngsters, they 
are ‘learning the business’ under 
the kindly yet mighty stern guidance 
of their much respected elders. 

Life anew, reliable and 
dependable dealings and 
quality outstanding, we 
all take pride in 

serving you. 
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Copyright 1937 
Printed in U. S. A. 


IMPORTANT 


Current everchanging prices of raw materials, labor, etc., make it such that prices as listed are not guaranteed 
and are subject to change without notice. Prices are for unit fixtures and many times where quantity is 
involved, lower quotations are in the offing. Every effort has been made to avoid errors in this catalog, 
but this company does not hold itself responsible for any errors or omissions. All prices are subject to final 


approval by our home office. Our complete designing and engineering departments are available at all 
times at no cost or obligation. 


The Edwin CZ]. Guth Company, St. Louis, Mo. 
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Nine lights, wired in three circuits. Made of cast and spun 
bronze, and aluminum. Finished: inside, Specular and Diffuse 
ALZAK; outside, Satin Aluminum and Bank Bronze. White 
Opal Glass bottom and side panels. Overall length of fixture, 
16’ 0”. Diameter, 42” overall. 


Price, Each $500.00 


(See page 22 for “Concealed-Indirect”’ principle) 








] 


a 
=. |= 

$ : . | 
5 it 
= 

c et] — 

; ite 


ee ee 





S-57977 


Exterior Bracket 


Three lights. Made of bronze. Finished: Outdoor 
Engraved Satinlite Glass panels. Length, 36” overall. 
12” Overall. Extends 6” overall. 

Price, Each $120.00 


Bronze. 


Width, 
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S-94932 


Eight lights. Extruded and sheet bronze. Finished: Natural Bronze. 


White Opal glass bowls. Length, 46” overall. Width, 16” overall. 
Extends, 10”. . 





Price, Each $225.00 





S-94931 


Round Ceiling Unit 


Four lights. Cast and extruded of bronze. Finished: Natural Bronze. 
White Opal glass bowl. 





Type A—Diameter, 16”, Extends, 8”........:...... Price $70.00 
Type B—Diameter, 1814”, Extends, 84%”........... Price $82.00 
S-57506 


Extenion Bracket 


One light. Cast, extruded, and spun bronze. Finished: Natural 
Bronze. Satin crystal glass cylinder. Length, 44” overall. Extends, 
17” overall. 
’ 
| 


Price, Each $225.00 
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S-94937 


Close Ceiling Fixture 


Five lights. Cast and extruded bronze. Finished: Natural Bronze. 
Satin crystal glass panels and bowl. Diameter, 25” overall. Extends, 
1434” overall. 

Price, Each $125.00 





S-94938 


Nine lights. Cast and extruded of bronze. Finished: Natural Bronze. 
Satin crystal glass panels and bowl. Diameter, 37” overall. Length, 


5/0” overall. 
Price, Each $265.00 
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S-94846 


Pendant Ceiling Dinture 


Four lights. Made of brass with cast knob. Finished: Statuary 


Bronze. Satin Lumite glass bowls. Length, 28” overall. Spread, 25” 
overall. Width, 14” overall. 


Price, Each $90.00 








S-74441 


One light. Made of brass. Finished: Statuary Bronze. Satin Lumite 
glass bowl. 














Type A—Diameter, 12” square; Extends, 5”.........Price $20.00 
Type B—Diameter, 14” square; Extends, 514”.......Price $23.00 
i 
i 
ij 
S-94847 





Two lights. Made of brass. Finished: Statuary Bronze. Satin 
Lumite glass bowl. Length, 30” overall. Width, 16” square. 


Price, Each $56.00 











S-94057 
Eight lights. Made of brass. Finished: Satin Cadmium. 


Antique Belgian etched glass panels. Width of square 
side, 30”. Extreme spread, 39” overall. Length, 42” overall. 


Price, Each $100.00 




















S-94058 
Four lights. Made of brass. Finished: Satin Cadmium. Antique 
Belgian glass panel. Width of square side, 22”. Length, 24” 


overall. 


Price, Each $70.00 
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S-22126 


Chapel Pendant Finture 


Four lights. Made of cast and sheet bronze. Finished: Old Bronze. 
English Moss glass panels. Diameter, 16” overall. 


Price, Each $565.00 
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S-21895 


Church Ceiling Fiature 


One light. Wrought of bronze. Finished: Antique Bronze. Amber 
crackled glass cylinder. Diameter, 14” overall. 


Price, Each $150.00 
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S-22127 


Chapel Pendant Fiature 


Five lights. Made of cast and sheet bronze. Finished: 
Bronze. Satin crystal glass cylinders, Diameter, 24” overall 


Price, Each $440.00 








S-31524 


Church Ceiling Qisture 


Three lights. Wrought of iron. Finished: Swedish Iron and Gold. 
Amber marine leaded glass panels. Length, 8’0” overall. Diameter, 
16” overall. 


Price, Each $150.00 


Antique 







































































S-57801 


Lantem Pendant 


One light. Cast and spun bronze. Finished: Outdoor Bronze. Satin 
crystal glass globe. 





Type A—Length, 30’; Diameter, 11”..............Price $ 62.50 
Type B—Length, 36”; Diameter, 13”..............Price 75.00 
Type C—Length, 42”; Diameter, 16”.............. Price 100.00 
Type D—Length, 54”; Diameter, 18”..............Price 135.00 





S-57800 


Lantem Bracket 


One light. Cast and spun bronze. Finish: Oucdoor Bronze. Satin 
crystal glass globe. 





Type A—Height, 22”; Extends, 11%4”.............. Price $ 69.00 

Type B—Height, 24”; Extends, 1314”.............Price 90.00 

Type C—Height, 30”; Extends, 18”...............Price 106.00 

Type D—Height, 36”; Extends, 19”...............Price 140.00 
S-50570 


Entrance Standard 


One light. Made of bronze. Finished: Outdoor Bronze. Satin crystal 
(12”) glass globe. Height, 10’0” overall. Base, 18” square. 


Price, Each $225.00 
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S-22151 


Lantem Pendant 


One light. Cast and extruded bronze. Finished: Natural Bronze. 
Satin crystal fluted glass panels. Length, 36” overall. Lantern, 
13” square. 


Price, Each $275.00 


ONSET EE I A OS TA, te 
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S-57975 > rr 
Lantem Bracket 


One light. Cast and extruded bronze. Finished: Natural Bronze. 
Satin crystal fluted glass panels. Height, 26” overall. Ixtends, 
17” overall. Lantern, 13” square. 


Price, Each $300.00 





S-50565 


Entrance Standard 


One light. Cast and extruded bronze. Finished: Natural Bronze. 
Satin crystal fluted glass panels. Height, 8’0” overall. Base, 18” 
square. Lantern, 13” square. 


Price, Each $500.00 











S-31807 


Semi-Indirect Peudant Dintwmre 


Five lights. Made of aluminum and brass. Finished: Polished and 
Satin Aluminum and Satin Cadmium. Engraved Satinlite Glass 
Panels. Length, 7’0” overall. Diameter, 30” overall. 


Price, Each $145.00 











S-31059 


“Direct Indirect” Luminaire 


Four lights. Made of aluminum and bronze. Finished: Satin and 
Polished Aluminum and Satin Bronze. Satin crystal glass cylinder 
in bottom. Length, 43” overall. Diameter, 24” overall. 


Price, Each $100.00 
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S-12862 


Leaded Glass Ceiling GYintwre 


Two lights. Bronze frame. Finished: Studio Bronze. Leaded white 
opal glass. Cast bottom. 


Type A—Diameter, 16”; Extends, 12”..............Price $40.00 
Type B—Diameter, 24”; Extends, 13%”............Price 69.00 
Type C—Diameter, 32”; Extends, 141%”............Price 94.00 


C-3944 


teaded Glass Coiling Pisdure 


Four lights. Made of bronze. Finished: Studio Bronze. Leaded 
White Opal Glass bowl. 

Type A—Length, 48”; Diameter, 24”............... Price $75.00 
Type B—Length, 54”; Diameter, 32”..............- Price 94.00 


























S-54235 


Four lights. Frame made of brass. Cast bottom knob. Finished: 


Satin Cadmium. Satin Crystal Cast Glass bowl. Width, 1634” 


square overall. Extends, 534” overall. 


Price, Each $40.00 

















S-57382 


Wall Bracket 


Two lights. Made of bronze. Finished: Satin Cadmium. Crystal 
Frosted Glass panels. Length, 2414” overall. Width, 8” overall. 
Extends, 5” from wall. 


Price, Each $75.00 


S-57381 


Wall Bracket 





Two lights. Made of bronze. Finished: Satin Cadmium. Crystal 
frosted glass panels. Length, 34” overall. Width, 8” overall. Extends, 
5” from wall. 


Price, Each $100.00 





H 
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S-57759 


Wall Bracket 


One light. Made of brass. Finished: Polished Chromium. White 
Opal Glass Cylinder. Length, 27” overall. Extends, 1114” overall. 


Price, Each $75.00 














S-57166 


Bracket Girture 


Two lights. Made of brass. Finished: Satin Chromium. Engraved 
Satinlite Glass panels. Length, 24” overall. Width, 101%” overall. 
Extension, 414” overall. 


Price, Each $65.00 











S-12882 


" Soyni-Indinect” Pendant Gintire 


Six lights. Made of brass and steel. Finished: Bronze and Satin 
Cadmium. Engraved Satinlite Glass Panel in bottom. 
Type A—Length, 72” overall; Diameter, 42” overall. 
Price, Each $135.00 
Type B—Length, 60” overall; Diameter, 3014” overall. 
Price, Each $115.00 
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S-31457 


Wall Lantern Brachet 


One light. Made of bronze. Finished: Antique Bronze. Clear Crystal 
Glass Panels. Length, 23” overall. Extension, 1314” overall. 


Price, Each $112.00 


S-31460 


Entrance Bracket with Awns 


One light. Made of bronze. Finished: Antique Bronze. Clear Crystal 
Glass Panéls. Height, 27” overall. Width (including arms), 56” 
overall. 


Price, Each $190.00 





S-31498 


Wall Lantern Bracket 


One light. Made of bronze. Finished: Weatherproof Outdoor Bronze. 
Beveled Crystal Glass Panels. Length, 26” overall. Extension, 12” 


overall. 
Price, Each $112.00 
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S-41211 


Indirect Ceiling Luminaire 
One light. Made of aluminum and bronze. Finished: outside, Satin 


and Polished Aluminum and Bronze; inside, Diffuse ALZAK. 
Length, 54” overall. Diameter, 32” overall. 


Price, Each $106.00 














S-50327 


Entrance Standard 


Three lights. Cast of aluminum. Finished permanently by Alumilite. 
White Opal Glass Panels. Height, 71” overall. Width, 25” overall. 


Base, 28” square. 





Price, Each $1040.00 



































S-22019 


Ceiling Glinture 


‘Two lights. Made of aluminum and cast bronze. Finished: Satin and 
Polished Aluminum and gold. White Opal Bottom Glass. Length, 
42” overall. Width, 20” overall. Extension, 12” overall. 


Price, Each $150.00 





S-22021 


Two lights. Made of aluminum and cast bronze. Finished: Satin 


and Polished Aluminum, and Gold. White Opal Glass bottom 


bowl. Diameter, 2014” overall. Extension, 12” overall. 


Price, Each $65.00 
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S-57937 


Half-Packet Indirect 
Wall Bracket 


Two lights. Made of aluminum and cast bronze. Finished: Satin 
and Polished Aluminum and Gold. Length, 581%” overall. Diameter, 
17” overall. 


Price, Each $115.00 





S-22024 


Round Cotling Unit 


One light. Made of brass. Finished: Satin Cadmium and Gold. 
White Opal Glass Bowl. Diameter, 1114” overall. Extension, 514” 
overall. 


Price, Each $24.00 





S-22023 


Two lights. Made of brass. Finished: Satin Cadmium and Gold. 
White Opal Bent Glass Panels. Length, 2214” overall. Extension, 


54" overall. 


Price, Each $50.00 











19 





i 








S-31916 


Semi-Inudinect Giature 


Four lights. Cast and rolled of brass. Finished: Pewter and 
Gold. Engraved Satinlite glass bottom panel. Diameter 20%” 
overall. Length 28” overall. 


Price, Each $90.00 








S-31738 


Pendant Type Qinlwre 


One light. Made of brass. Finished: Bronze. Polycase Glass Globe 
is etched and toned Tan. Length 48” overall. Diameter of globe, 
16” overall. 

Price, Each $125.00 
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S-41054 


Renaissance Lobby Dinture | 
Four lights, indirect. Cast bronze and spun aluminum. Finished: 


u” 
iy 


English Bronze and Pewter. Diameter 261%” overall. 
Price, Each $250.00 S-31919 


Moderne Indinect Giature 


Nine lights. Cast bronze and spun aluminum. Finished: Out- 
side, Polished Chromium and Satin Aluminum; Inside, Diffuse 
ALZAK. Crystal glass bottom ball. Diameter 20” overall. 
Length 36” overall. 


Price Each $140.00 

















EDWIN F. GUTH COMPANY 


AN Va 
\ “Conceatep-Inpirect Licutinc 
Concealed Reflector Re-Directing Light Rays from Indirect Seurce 


witH ALZAK surFAce 


The Guth “'Concealed-Indirect’’ lighting principle, that of re- 


directing the light-rays from an indirect source by means of 








an auxiliary ALZAK reflector, delivers efficient illumination 
within definite floor areas. Diagram at bottom right of this 


page effectively demonstrates this principle. 


The lamp-bulb light-source is totally eliminated from one’s 
view, by a specular ALZAK snugly fitting reflector (marked 
“A"’ in cross-section below). The light-rays strike the scien- 
tifically designed auxiliary reflector (B) are re-directed through 
specially designed louvres (C), or opal glass if desired, deliver- 


ing a light beam at approximately 45-degree angle. The special 





louvre minimizes glare, and the well-directed light renders a 


: ; , ‘ @ Unretouched photograph of ‘‘Concealed-Indirect”’ 
high quality of illumination. Luminaires installed in Southwestern Bell Telephone Co. 


office, showing even, glareless illumination. 


To eliminate harshly contrasting dark ceilings, the pendant type ‘‘Concealed- 
Indirect’’ luminaires are equipped with sockets ‘‘D’’ to emit upward light sup- 
plementing the downward illumination. This added feature aids in better-seeing 


conditions. 


The “Concealed - Indirect’’ luminaires are obtainable in various types and 
designs. On this and the following page are listed two pendant type ‘‘Concealed- 
Indirects.’’ On page 22 is listed No. $S22155, a pendant fixture of a more orna- 
mental nature but combining the ‘‘Concealed-Indirect’’ principles. On page 23 


is listed a ceiling type ‘Concealed-Indirect’’ and also, a recessed unit. 


Many striking variations, featuring this principle, are possible, and colored 
sketches and blueprints will be submitted on request at no obligation. Lamps 


are not included in prices listed. 





$22155 ® Illustration of “‘Concealed - 
‘““CONCEALED - INDIRECT’’ PENDANT 
Four Lights 
@ Spun aluminum, cast and sheet bronze. Fin- 


ished: Inside diffuse and specular ALZAK; out- 
side, Bank Bronze and Satin Aluminum. Length 
48 inches overall. Diameter 26” overall. then re-directed downward through 

Price each, $112.00 


300-500 and 750-1500 watts same size unit. 


Specify wattage desired when ordering. source for ceiling illumination. @ OCrasceachan 


Indirect’’ principle demonstrates 
reflector (A) directing lamp light 
to auxiliary reflector (B). Light is 


\ 


louvres (C). ‘‘D’’ represents light 
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th “Conceatep-Inpinecr ’ Licutinc (Continued) 





@ KMOX of Columbia Broadcasting System installa- 
tion of ‘‘Concealed-Indirect’’ recessed lighting. Note 
effective minimizing of glare by shielding direct rays 
of the light source. 


@ Fort Worth National Bank installation of 
Guth ‘‘Concealed-Indirect’’ luminaires. 
Result—pleasant and efficient general illumi- 
nation yet preserving dignity and character 
of the bank’s atmosphere. 


$-12984 
““CONCEALED-INDIRECT’’ PENDANT 


@ Four lights. Aluminum and bronze. Finished 
inside Diffuse and Specular ALZAK; outside, 
Bank Bronze and Satin Aluminum. Length 
36” overall. Diameter 25” overall. 
Price Each $72.00 
300-500 and 750-1500 watts, same size. 
Specify wattage when ordering. 





WG, 
$-22156 C-4121 

CLOSE CEILING TYPE— RECESSED TYPE— 

‘““CONCEALED-INDIRECT”’ ““CONCEALED-INDIRECT”’ 
@ One light. Spun aluminum and bronze. Fin- @ One light. Formed of aluminum. Finished: 
ished: inside Diffuse and Specular ALZAK; inside Diffuse and Specular ALZAK. Ceiling 
outside Bank Bronze and Satin Aluminum. hole required 19” diameter. Outside flange 
Length 13” overall. Diameter 25” overall. diameter 22” inches. 

Price Each $72.00 Price Each $45.00 

150-200, 300-500, or 750-1500 watts, same 150-200, 300-500, or 750-1500 watts, same 


size. Specify wattage when ordering. size. Specify wattage when ordering. 
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EDWIN F. GUTH COMPANY 


@ HOTEL LOBBY: With GUTHFAN 
Cooling incorporated with Decorative Lumi- 
naires. Result, a startlingly beautiful lobby, 
well lighted and comfortably cooled. 








The “Nationally Advertised” 


GUTHFAN Conpitionarre 


COMPLETE AIR CIRCULATION ... UTILIZING COOLEST AIR 
Lighting and Cocling Unit 


e GUTHFAN Air-circulating principle of 
complete cycle circulation is best demon- 
strated above. GUTHFAN’S patented 
principle, draws the coolest air which lies 
in the lower portion of the room, to the 
blade, “‘bends’’ the air, and circulates 
this cooler air within a 15-foot radius. 
No drafts, no blasts, no colds, yet healthy 
air circulation. 


@ GUTHFAN CIRCULATION: (left) is healthful, 
stimulating. A densely stagnant room is ‘‘Livened,”’ 
refreshed by GUTHFAN cycle circulation. Food 
odors and cigarette smoke are quickly and com- 


pletely dispersed. 


® GUTHFAN and Air Conditioning (right): 
Air-conditioning problem due to improper circula- 
tion, causing variations in temperature. Guthfan’s 
complete cycle circulation makes air conditioning 
more effective as it utilizes the cool air to the fullest 
extent. With Guthfans in use, less cooling air is 
required. Relieving the refrigerating unit effects 


savings that more than pay for the cost of Guthfans. 

















@ RESIDENCES: Well-appointed and 
designed GUTHFAN Cooling and Light- 
ing ideal for home use. Complete circu- 
lation—no colds, drafts, or blasts. 
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GUTHFAN Conpnirionare (continuea) 


Designs Applicable to Every Lecation WRITE FOR FURTHER INFORMATION 
ey 





R-5365 
No Lights — Spread 12” 
Canopy stem and housing finished in polished 
chromium. Fan blade finished in Satin Silver. 





R-4802—R-5255 R-5235 
Three Lights Five Light 
Translucent natural mica side panels. Alabaster 9 ————————-wge—— = nn Metal feck eG Sees Gr dB 
cased glass bottom panels. Metal finish. Silver. [ 7 3 ae f scdoale Pai ‘ie A eesd 
Number Watts Capacity Lgth. Diameter HELL Rape Me lathe tains hen tone 
R4802 600 44” 20” iil Number Watts Capacity Lgth. Spread 
i 
! 
i 
i 
| Prices on application. 
| Please Write 
| For } 
W f y Y Further Information. 
No. S-31923 Wy 
Satin and polished chromium. Glass crystal beads iii The 


hang on sides. White radiant glass bottom panels. 
Wattage, 600; Diameter, 23” overall; Length, 42” 
overall. 


wv + Epwin EF. 


ComPany 


2615 Washington Blvd. 
St. Louis, Mo. 
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EDWIN F. GUTH COMPANY 


Inpirect LicHtine 
Saft, Glareless, Shadewless Illumination . . . Madein-Day Lighting Lractice 





“Sight is Priceless — Light is Cheap," is the generally accepted 
slogan in modern-day lighting practice. The soft, even, glareless 
illumination effected with Guth Indirect Luminaires is applicable 


to all type installations. 


The advent of the ALZAK finishing process as applied to the 
intrinsically bright aluminum reflectors, has meant permanent 
and more efficient reflecting surfaces for this better type lighting. 
Guth engineers and designers are available to you and your 
lighting. plans. There is no obligation and we will be happy to 
serve you in your layout problems. Thank you! 





“ Better Light... Better Sight” 


Please write for Current Information 
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INDIRECT LUMINAIRES 
Efficient Modern Lighting... ALZAK and Porcelain Enamel Reflecting Surfaces 


——DEsIGNERS AND CRAFTSMEN 


‘INDIRECT LIGHTING AT ITS BEST” 


@ SUSSEX 


@ MER-CO-LUX 


@ YORKLEIGH @ PUBLICSERVICELITE @ LUM-0-ZAK 


@ DIRECT-INDIRECT @ INDIRECT-LITE 


@ UTILITY-LITE 


@ MODERNE-LITE @ SUPER-INDIRECT 


INDIRECT LIGHTING Zex Every Lurpese 


Indirect lighting is ‘‘as good as its reflecting surface.’’ Two quality 
reflecting surfaces are available with Guth Indirect Luminaires—the 
new highly efficient ALZAK permanent finish on aluminum metal, and 
white glistening Porcelain Enamel finish on steel. Guth Company's 
specialization in indirect lighting with resultant volume production 


makes possible these efficient surfaces at competitive prices. The 
units listed above are available in sizes from 200 to 1500 watts. The 
MER-CO-LUX is for the new 250-watt or 400-watt Mercury Vapor 
lamps in combination with Mazda lamps. 


EDWIN F. GUTH CO.— 2615 Washington Blvd., St. Louis, Mo. 





EDWIN F. GUTH COMPANY 
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NEW TYPE LAMPS 
For Use With Guth Indirects 


T24 BI-POST LAMP 
This new type lamp-bulb of 
750 and 1000 watt size is 
smaller than conventional 
lamps of same wattage; a 
smaller size indirect unit can 
be used. Various Guth de- 
signed units are usable with 
this new lamp. Special socket 
and cover, wire, and refrac- 
tory bushing are supplied to 
accommodate unusual char- 
acteristics of this lamp. 


NEW PS35 300-WATT 
LAMP 


MERCURY-VAPOR 
LAMP 


The new Mercury-Vapor 
lamp produces 50% to 100% 
more light than ordinary light 
sources. When this lamp is 
used in combination with 
Mazda lamps, a very desir- 
able color value is produced 
that insures visual acuity 


without eye-fatigue. The —~ 


Guth MERCOLUX unit (right) 
with ‘‘Diagonal Spectral 
Assimilation’’ (Pat. Pend.) 


DIRECT LIGHTING APPLICATIONS 
Please Write for Current Indirect Literature 


ee 
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principle of crossing lamp YY 
The new medium-base 300- centers, “‘fuses’’ the distinct hea 
BI-POST UNIT watt lamp can be used in the color qualities of the two MER-CO-LUX 


New Smaller Lamps and 


Luminaires. 


14” size units. Special covers 
are furnished on option. See 
current Guth indirect catalog 
for further information. 


lamps, delivering a fidelity of 
the desirable color value to 
best advantage. Please write 
for further information. 


Mercury and Mazda 
Combination. 











eect 


INDIRECT-LIGHTING URNS 


The Indirect type Floor-Urn (right) is one of many 
Guth designs of this type. These units are avail- 
able in varied sizes and special designs will 
be submitted on request. Indirect urns to seat on 
pedestals and tables are also available. The 
R4720 is 68 inches high and lists at $18.00. For 
200-300 watts. The R4770 is 72” high, and lists 
at $25.00. For 300-500 watts. 


“\SSHELV-A-LITE’’ (Left) 
May be conveniently placed atop shelves, count- 
ers, file-cases, etc., and with its 10-foot rubber- 
covered cord and plug, is extremely portable. 
“Shelv-a-lite’’ reflector is tilted at 10-degree 
angle to direct light rays away from nearby walls. 
Baseboard or service outlets are usually heavily 
wired, which may eliminate excessive rewiring 
costs. The R5943 has base dimensions of 16”x 5” 
and is 9” high; wattage, 300-500. List price, 
$12.00 each, in standard package of two units. 
When only one is ordered the list price is $13.00. 


LOW-CEILING INDIRECT (Left) 

The absence of glare is so essential for low ceilings. 
Elimination of the light source from eye-view will 
mean improving visibility of merchandise and 
tedious office work. The R5630 renders the better 
lighting so desired for this type condition. The 
R5630 is for 100 to 200 watts capacity. The upper 
reflector is 17” diameter and extends 10” from the 
ceiling. The list price is $8.50. 
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* R5476 


Reflector aluminum—Outside finished antique 
white. Inside finished diffuse ALZAK. Canopy 
finished antique white with gold band. Stem, 
antique white. Band and ornaments finished 
gold. Switch in canopy. 


ENo: Watt. Extends” Hgt. List 
R5476 150 gl/," 1317,” $20.00 





* R5750 


Reflector aluminum—Finished diffuse ALZAK 
inside. Canopy and outside of reflector 
finished antique ivory and gold. Socket 
cover finished antique ivory. Stem, band and 
ornament finished gold. 


rf No. Wattage Dia. Lgth. = List 
R5750 200 14” Hey $11.50 


DEGIGNERS AND CRAFTSMEN 


N DECORATIVE INDIRECTS 





* R5475 


Reflector and canopy aluminum — out- 
side finished antique white and gold. 
Inside reflector finished diffuse ALZAK. 
Socket cover aluminum. Finished 
antique white. Stem finished antique 
white and gold. Band, swivel and orna- 
ments finished gold. Crystal glass balls. 
No. Wattage Dia. Lgth. List 


R5475 200 14” 25” $17.50 
R5637 300-500 18” 36” 20.50 


(Patent Pending) 


These new Guth Indirects are 
perfectly proportioned lumi- 
naries for home living rooms, 
dining rooms, sun rooms, bed- 
rooms; rest and lounging rooms 
in clubs and hotels. 


Small concealed port holes 
under the decorative band and 
inside the bottom disc of the 
reflector permit a small amount 
of reflected light to illume the 
exterior of the reflector, enhanc- 
ing its beauty. 

Any color may be sprayed 
inside the bottom of the reflector 
making possible a change in 
color harmony. 











* R5474 


Reflector aluminum—outside finished pastel 
blue and antique white. Inside reflector 
finished diffuse ALZAK. Canopy finished 
antique white with gold band. Reeded brass 
stem and ornaments finished gold. Socket 


cover finished antique white. Crystal glass 


balls. 
No. _ Wattage Dia. Lgth. List 


R5474 100-150-1234,” 15” ~—«$19.50 





* R5749 


Reflector aluminum—Finished diffuse ALZAK 
inside. Outside reflector and socket cover 
finished antique white. Canopy finished 
antique white and gold. Stem and band 
finished gold. 


No. Wattage _ Dia. Lgth. List 
R5749 100-150 123/,” Se $12.00 


EDWIN F. GUTH COMPANY 


s( 





R5775 — 4 Lights 


Reflector Aluminum — Finished Diffuse ALZAK Inside — Outside 
Finished Satin Aluminum. Ceiling Plate Brass—Finished Satin 
Udylite. Stems Brass—Finished Polished Chromium. 


Two bottom panels have light leaks for illumination of reflector 
exterior. 





Cat. Reflector O.A. List 
No. Sockets Wattage Length Width Drop Price 
R5775 4Mog. 1200-2000 48” i Nee hy 42” $89.00 

















N SPECIAL INDIRECT and ORNAMENTAL LIGHTING 
Unusual Lighting Effects... Decorative and Efficient 


Many beautiful lighting effects may be accomplished 
by suspended type trough shaped equipment. Totally 
indirect, surface illuminated, or moulded glass troughs 
are obtainable, and may be ‘“‘tailored’’ for the job. 
The advent of ALZAK finish, which electrolytically and 
permanently brightens aluminum metal, has made 
possible very effective reflecting surfaces for this type 
lighting. On this page and the next we are illustrating 
various suggestions. We will submit designs for any 
style, shape, or size; and made of any metal whether 
sheet, cast, or extruded. Our practical construction and 


lighting efficiency of indirect lighting equipment are 


unsurpassed. 





R5776 — 4 Lights 


Reflector Aluminum—TInside Finished Diffuse ALZAK— Outside 
Finished Dull ALZAK. Ceiling Plate Brass—Finished Satin Udylite. 
Stems Brass—Finished Polished Chromium. 


Cat. Reflector O.A. List 
No. Sockets Wattage Length Width Drop Price 
R5776 = 4 Med. 600-800 54” wis 36” $39.50 


R5798 — 2 Lights 


Reflector Aluminum —Inside Finished Diffuse ALZAK. Exterior Dull 
ALZAK — Polished Trim. Fluted Glass Cylinder. Ceiling Plate Brass 
—Finished Satin Udylite. Stems Brass —Finished Polished Chromium. 


Cat: Reflector O.A. List 
No. Sockets Wattage Length Width Drop Price 
R5798 2 Mog. 750-1500 44” 20” 40” $109.00 

1500-3000 


Glass Cylinder 26!/,” Long. 


Small area of glass cylinder exposed towards lamp, permitting 
enough light to reflect through to produce a pleasing decorative 
effect. 











DESIGNERS AND CRAFTSMEN 


em TROUGH AND STRIP LIGHTING 
oe Included in Cichitectural Treatment for Striking Effects 






















M1116 M1117 


Reflector of aluminum with brass 
hanger. Reflector finished Satin 
ALZAK, hanger, Polished Chromium. 
Light-spill through louvre illuminates 
exterior. Four lights per four-foot 
section. 


Reflector of aluminum with brass 

hanger. Reflector finished Satin 

ALZAK, hanger, Polished Chromium. 

Light-spill illuminates exterior through 

louvres. Four lights per four-foot section. 

12” wide, 6” deep, for lamps up to 
200 watts. 


Price in 4’ lengths, $115.00, 
includes hangers and ends. 


12” wide, 6” deep, for lamps up to 
200 watts. 


Price in 4’ lengths, $97.00, 
includes hangers and ends. 





M1118 


Flush glass strip lighting. Cast Satin Crystal 
or Opal Glass Channels. Polished and Satin 
Cadmium, brass frame and glass supports. 
With separate inside ALZAK reflecting sur- 
face. For Double-row, continuous Lumiline 
lamps, specify 12” or 18” size. 


12” wide, 9” deep. 


Price per section (24” long each section), 


$25.00. 


Price for square corner, 


$22.00 each extra. 
Price of each end, $18.00 each extra. 





M1119 M1120 
Reflector of aluminum with brass hanger. Reflector finished Reflector extruded and rolled aluminum. Brass hanger, 
Satin ALZAK, hanger, Polished Chromium. Four lights per finished Chromium. Reflector finished Satin ALZAK. 
four-foot section. Four lights per four-foot section. 
12” wide, 6” deep, for lamps up to 150-watts. 10” wide, 5” deep, for lamps up to 150-watt. 
Price in 4’ lengths $70.00, includes hangers and ends. Price in four-foot lengths, $120.00, includes hangers and ends. 


See Page 72 for Surface Troughs and Strips. 








Sess Hi ake 
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N “TRIPLE A’’ ALZAK ALUMINUM REFLECTORS 
sf Electrolytically Brightened Aluminum . . . Permanently Cfficient 
Guth Socket Reflectors are available in: 1. Dome Type, for efficient general lighting; and, 2. Deep Bowl Type, for 


Localized Lighting as over machines, benches, etc. Guth engineers will gladly aid in laying out and recommending 
the needed type of equipment for each location. 


“TRIPLE A’ 
‘El sockET REFLECTORS 
STANDARD DOME TYPE 
72° Light Cutoff—For general lighting 





Cat. No. Wattage Price Diam. Height Std. Pkg. 
AAAOS 75-100 $4.10 12% Tf.” 10 
AAA06 150 4.50 14” 83/," 10 
AAA07 200 5.35 16” 93/," 10 
AAAO08 300-500 6.90 18" 111,” 5 
AAAO09S 750-1500 9.30 20” 141/,” 5 


DEEP BOWL TYPE 
60° Light Cutoff—for Localized Lighting 





* No. AAAOB AAAS1 50-60 $3.70 The 7" 10 
* No. AAASS 
Standard Dome Type AAAS3 75-100 4.10 8" 81/2" 10 Deep Bowl Type 
; AAASS5 150-200 4.50 10” 103/2” 10 3 
AAAS7 300-500 6.80 WA 1234” 5 


Notes: Pull-chain sockets, medium base size, will be supplied on request at $1.00 
list extra. Shock-absorbing sockets will be furnished on request at $0.15 list 
additional. 


Wires or lamps not included in above prices. 


Cutts \“\THREADAX” REFLECTORS 


REFLECTOR AND LAMP AS ONE UNIT, ‘‘SCREW-IN-LIKE-A-LAMP-BULB”’ 


The “Threadax”’ is made in two parts. A separate cast hood, for conduit or box, with terminal wiring base is perma- 
nently wired to “hot’’ leads. The reflector, lamp-holder, and lamp, as one complete unit, is screwed into the cast hood. 
This facilitates cleaning and is a decided safety advantage in that the reflector and lamp may be taken down, without 
being unwired, for cleaning. The maintenance man does not have to clean reflectors while on the ladder. 





WITH PENDANT CAST HOOD—FOR CONDUIT 





Cat. No. Wattage Price Diam. Height Std. Pkg. 
PEX05 75-100 $7.10 12” 101/,” 10 
PEX06 150 7.50 14” 111,” 10 
PEX07 200 8.75 LGs 121/,” 10 
PEX08 = 300-500 9.80 18” 141/," 5 
PEX09 750-1500 12.90 20" 17” 5 


WITH CEILING CAST HOOD—FOR CEILING BOX 





CAX05 75-100 $ 7.10 iW’ gl/," 10 

CAX06 150 7.50 14” 1034” 10 

CAX07 200 8.75 16” 1134” 10 

CAX08 300-500 9.80 18” 131/,” 5 

CAX09 750-1500 12.90 20” 161/4” 5 
°-Thveadax Dome Tops “Threadax’’ also available for Deep Bowl Reflectors. 


























DEDIGHERS AND CRAFTSMEN 


N ALLITE--ALZAK ALUMINUM 
Eliminates Dark Ceilings ... Angle Adjustatility 


75-200 WATT CAPACITY 


s( 









































== | =z 
Adaptability: Where well- 
directed light is essential, 
Adjustability: For Lamp 5 the ALLITE is easily 
sizes from 75 to 200 watts. R5987: ALLITE mounted adapted to direct lighting 
Simple and quick meth- on pendant stem. Listed at any angle up to 40- 
od for adjustment. below. degrees. 
With Stem Dimensions 
Cat.No. Wattage Price andCanopy Bowl Plate O.A.Lgth. Std.Pkg. 
R5986 75-200 $4.90 No 9” 121/,” 101/,” 10 
R5987 75-200 7.40 Yes 9” 121/," B07 10 


uths HANGERS and BRACKETS 





* R200 * R202 
4" Gooseneck Bracket Chromium Brass Stem 
Sprayed Aluminum. and Outlet Box Seat. 
Extends 24”. Extends 28” ° R201 

Price $2.50 Price (less Reflector) $3.50 
é 54” Brass Stem with Brass 
e Swivel and Aluminum 
Ve ° K1143 : Dee : Canopy. Lgth 24” O. A. 
l/, at Sha ipek aaert Reinforced Cord wi 4 Chromium finish. 
wit ip Canopy an P lain Box Cover. t ly! 
Hickey. Length 48” O. A. Adder hee Oma. Bushed frac: or 2 
eRe 8 A finishs Be Price $1.25 Price (less Reflector) $3.00 

Price $2.50 














( \ REFLECTOR GUARDS 













































































Gr: ° » Gia» 
Made of Heavy Finned Wite— Bright Finish 
FOR BOTTOM OF COVERS ENTIRE 
REFLECTOR REFLECTOR 
Cat. Fits 
No. Reflector Cat, 0O.8 4 0.8: 
Diameter Price No. Width Depth Price 
R208 8” $1.85 G3677 10” 9” $5.70 
R210 10” 1.95 G3678 12” 11” 6.30 
R212 12” 2.05 G3679 14” 12” 7.00 
R214 14” 2.25 G3680 16” 14” 8.30 
R216 16” 2.90 G3681 18” 16” 9.30 
R218 18” 3.25 G3682 20” 18” 11.00 
R220 20” 4.00 G3676 22” 20” 12.75 








* Bottom Guard Standard package 10 of One Unit, * Total Guard 











EDWIN F. GUTH COMPANY 


1 N “TRIPLE A’’ ALZAK 
SHADEHOLDER REFLECTORS 
Weigh only one-third as much as Porcelain Enamel 


Ideal for Socket Suspension 


DOME TYPE—72° LIGHT CUTOFF 














Cat. No. Wattage Price Diameter Height Fitter 
NET el AAAT2 75-100 $2.50 12” 51/." 2/4" 
AAAT4 150 2.90 14” 63/," 21/4" 
AAAT6 200 3.30 16” 13/," 21/4" 
AAAT8 300-500 4.80 18” 8” 31/," 
DEEP BOWL TYPE—60° LIGHT CUTOFF 
AAAT1 50-60 $2.00 7" 43/," 21," 
AAAT3 75-100 2.75 8” 51/," 21/4" 
AAAT5 150-200 3.00 10” gI/," 21/4" 
AAAT1 300-500 4.80 12” QV,” 31/," 





NOTE: Price is for reflectors only. The ““Triple A’’ shadeholder reflectors are adaptable for use with special 
“‘snap-in’’ necks of other manufacturers. Standard package of above units is ten. 
e Deep Bowl Type 


N ‘“\TRIPLE A’’ ®° GLASS—ALZAK 
DIFFUSER 


For “Better Light — Better Sight” 


s( 


Genuine ALZAK aluminum reflector with diffusing glass globe which eliminates, 
to a large degree, glare and eye-strain. The ALZAK aluminum reflector absorbs 
less of the short-waves of light (blues and violets) than other mediums, and the 
resultant light is therefore ‘‘whiter.’’ 























Cat. No. Wattage Price Diameter Height Glass 
AAA40 100-200 $12.00 18” 12” G6830 
AAA41 300-500 16.50 20” 16” G6831 
® Gloss Alzak Diffuser AAA42 750-1500 24.25 24” 181/,” G6832 





* Beam Light 
with Rubber Cord and Plug Attached. 
See Notes. 





Units are packed one to a carton. Wire or Lamps not included. 


Cutis BEAM LIGHTS—OPEN TYPES 


FLOOD TYPE—60° LIGHT CUTOFF—DIFFUSE REFLECTING SURFACE 





Cat. No. Wattage Price Diameter Reflector Length Height of Base 
FL101 75-100 $5.00 8” 834," 63 
FL102 150-200 6.00 10” 1034,” 85 
FL103 300-500 9.50 lak 1234,” 8” 


SPOT TYPE—30° LIGHT CUTOFF—SPECULAR REFLECTING SURFACE 


FLI11 75-100 $6.30 8” 83/,” 6” 
FL112 150-200 7.50 10” 1034,” 8” 
FL113 300-500 11.50 12” 1234,” 8” 


NOTE: Standard package is one unit. When 6-foot rubber cord with plug is required (same as in 
illustration), add $0.75 list additional. The standard units listed above come without cord and plug. 
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DESIGNERS AND CRAFTSMEN 


SPORTS and RECREATIONAL LIGHTING 
Bught Even Illumination ... Light Seurce Practically Concealed 


Reflectors ALZAK Aluminum 


Illustrated below are layouts for illuminating various sports and recreational areas. Guth engineers are available 
at all times to submit detailed and complete analysis for specific areas. Consideration should be made in spacing 
of lighting units so as to provide bright even illumination; smoothness of bright light is highly desirable. The units 
must be accessible, easily cleaned, and of proper design to conceal the light source as much as possible. 


Recommendations below are for Open Mounting or Recessed Lighting; wattage requirements for each are approxi- 
mately the same. Where wire glass or guard is used, wattages should be increased slightly. 


900° CozLe&GE FL00R ——________»} 


70'0" HGH Scn008 FeooR 
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Teipte A” Hy Bay REFLECTORS 





Basketball Lightin - Fifteen foot-candles of uni- 
form light is desired. ove diagram is plan for a 
gymnasium floor. Ceiling height further determines 
wattages to be specified. In many cases with lower 
ceilings, lighting units are spaced at closer intervals 
to provide the uniformity of illumination that is desired. 
“Triple A’’ Nos. AAA15 and AAA17 (page 32) open 


mounting are recommended. 
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LUMINAIRES RECOMMENDED 
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GUTH SPECIAL BRACKET FOR LIGHTING P/NS 
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Bowling Ctleys: The surface of the alleys should 
be uniformly illuminated at 10 foot-candle intensity. 
“Triple A” recessed units (page 61) are very effective. 
Bowling pins should be illuminated to 25 foot-candles 
(use R-202, page 33). Indirect luminaires (page 27) 
invitingly illuminate spectator areas. 
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Handball, Racquet, and Squash: These games 
are very fast and the ‘‘eyes’’ must accurately ‘follow’ 
the ball. Therefore, 25 foot-candle intensity is desired. 
50 foot-candles is recommended at the “front’’ or play- 
ing wall to watch “rebounds” more carefully. “Triple 
A” recessed units (see pages 61 and 62) with wire glass 
covering are recommended in the floor area, and 
recessed trough lighting (page 36) at ‘‘front’’ wall. 
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Gurn Bittman Jagee Fiarure. 
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Billiaids and Pack Fables: Very even illumi- 
nation of 25 foot-candles is required on the tables. 
Guth “Triple A’’ Unit M1136 (page 36) is recom- 
mended. General lighting of 10 foot-candles, preferably 
indirect luminaires (page 27) should supplement local- 
ized table lighting so as to avoid harsh lighting contrasts. 








Write or call us for more detailed information — Thank you. 








EDWIN F. GUTH COMPANY 















































For Handball, Racquet and Squash Courts 


Made of heavy gauge aluminum, specially treated for high 
efficiency and permanence by ALZAK, this recessed lighting 
trough is designed to reflect light against the ‘‘front’’ or playing 
wall of handball, racquet, and squash courts (see page 35). 100, 
150, 200 or 300-watt lamps can be used. Medium base por- 
celain sockets are spaced each 12 inches. A rigid frame with 
wire glass protects the reflector and lamps. 


ef RECESSED LIGHTING TROUGH 





Med. Base Ceiling Frame O.A. Price in 
Cat. No. Porc. Skts. Opening Width Width 6’ 0” Sections 
M1135 Every 12” 18” Full 201/,” $75.00 


Notes: New 300-watt PS-35 medium base lamp. Lamps and wire not included 
in above price. 





(@ii) BILLIARD TABLE FIXTURE 


Supplementing general lighting (see page 35) this brass chromium- 
plated Billiard Table fixture with three 75 to 100-watt Deep Bowl 
ALZAK aluminum reflectors, evenly and brightly illuminates the 
playing table. The Deep Bowl reflectors prevent all glare. 


Cat. No.  Lgth. from Ceiling Fixture Lgth. Lights Wattage Price 
M1136 4'0’ spies 3 225-300 $57.50 





For additional length, add $1.20 list extra. 


\ COMPOSITOR REFLECTOR 

\ $or Printing Estallishments 
Efficient, wide-angle reflector of ALZAK aluminum to evenly and 
effectively illuminate type-setting tables. Light source is of ‘‘Con- 
cealed-Indirect’’ principle (see page 22). Opal diffusing glass 
bottom. Fixtures finished satin aluminum. Other sizes of this fixture 
can be furnished. Full information upon request. 





Dimensions 
Cat. No. Lights Wattage Length Reflector Price 
M1137 2 600 or 1000 4' 0” sy toys oA (8) $140.00 


Additional stem length, add $1.20 per foot to list price. 




















{ N EXIT and DIRECTIONAL SIGNS 
Functional Beauty .... Built te Last .... Quatity Signs 


Guth quality interior andexterior EXIT and DIRECTIONAL 
Signs have, for many years, been favorably known to 
architects and builders, and are widely used in public, 
semi-public, and commercial buildings. This bulletin 
presents a larger assortment including several more 
decorative designs; but in addition to these, the company 
has other designs adapted to many purposes, and is 
prepared to furnish special designs upon request. 


Design and Construction: Guth artists and designers 
have combined beauty of line with highest degree of 
utility. Also, they have embodied practical structural 
features and have specified cast bronze or extra heavy 
gauge metals of brass, copper, and aluminum. Guth 
Exit Signs are rigidly and sturdily manufactured. 


The lamp sockets used are approved by Underwriters’ 
Laboratories and are furnished unwired. The special 


cased glass used is highly legible and is illuminated 
very evenly. 


Metal Finishes: Standard Guth finishes on brass, 
bronze, etc., are: (1) Statuary Bronze, a dark rich bronze; 
(2) Satin Cadmium, much similar to Butler Silver; (3) 
Bank Bronze, a pleasing light bronze tint. 


Special finishes of chromium or any other finish to match 
sample, will be supplied at 10% list additional. Standard 
Guth finish on aluminum metals is ALZAK, processed 
in Guth Co.'s own plant. ALZAK is a patented, guaran- 
teed permanent finish. 


All steel boxes or backplates are Udylited to insure 
against rust. The interior of these boxes are aluminized 
for reflecting purposes. 
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\ EXIT SIGNS...CAST BRONZE ...MOVABLE FRAME 
Wall ox Recess Type... Swe Sizes... With or Without Cast Guard 














* Wall Type 
With Guard 




















* Recess Type 
No Guard 


Wall-Type Unit: Dignified design, rigidly constructed Exit Sign for wall-type seating. The frame is of cast bronze 
and is easily removed for easy relamping. Heavy gauge steel box is Udylited for rust protection. Units may be had 
with or without cast bronze guard. Glass is special cased deep ruby red with white highly legible letters. In two sizes. 
Finish in any standard Guth finish. (See page 37.) 





Number Wattage Width Height Ext. Glass Size Letter Guard Price 
M1008 15-25 83/4” 43/,” 4” G1530 8" x 4” ah No $13.00 
M1009 25-40 Ia? 83/,” 4\/,” G1532 Loess 6” No 16.50 
M1006 15-25 83/4" 43/," 4” G1530 Sorex As She Yes 15.00 
M1007 25-40 116 Me: 83/,” 4\/,” GI532 10” x 8” 6” Yes 19.25 


Recess Type Unit: Same sturdy construction of cast bronze and steel as above. Also made in two sizes and with 
or without cast guard. 





Number Wattage Width Height Glass Size Letter Guard Recess Box Price 

M1004 15-25 83/4” 43/,” G1530 SuxAG St No Included $14.30 
M1005 25-40 le 83/4” G1532 10” x 8” 6” No Included 19.25 
M1002 15-25 83/4" 43/4" G1530 8" x 4” St Yes Included 18.75 
M1003 25-40 1G be 83/4" G1532 LOY x'4? 6” Yes Included 27.50 


Note: Any of the signs on this page may be had with lettering to read ‘‘Men” or “‘Ladies.”’ 
Dimensions of recess box of M1004 and M1002 is 31/2” deep by 4” wide and 8%” long. Numbers M1005 and M1003 recess boxes are 35/g deep 
by 8!/2” wide and 10!/x” long. 
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c \ DISTINCTIVE, NOVEL SIGNS ... DECORATIVELY EFFECTIVE 
New Designs... Lressed and Bent Glass Panels... Different 











*M1001 


M1000 and M1001—Convex-Face EXIT Units: Attractive curved pressed glass mounted on heavy gauge brass 
removable frame. Wall type models only. Large white letters on convex-shaped red background are easily read at 
various angles. Frame finished in any standard Guth finish. (See page 37.) 








Frame Dimensions 











Number Wattage Width Hght. Ext. Glass Size Letter Price 

M1000 15-60 131," gO Al/,” G8718 QI." x 5” 4” $27.50 

M1001 15-60 12'” 8” 4” G8718 917.” x 5” 4” 22.50 
M1032 Bent-Glass Signs . ... . . Lettering “EXIT,’’ *‘MEN,’’ or “‘LADIES”’ 


Bent-glass panel with large letters. Heavy gauge brass base. Standard Guth finishes. (See page 37.) The open- 
topped glass and small opening in metal base render pleasing light-spill against background. Tubular or regular 
lamps can be used. 











Overall Dimensions Color ~ Letter Letter 
Number Lettering Width Hght. Ext. Glass Background Color Size Price 
M1032 EXIT ii" 51." Shy G8737 Ruby White on $21.00 
M1033 LADIES te 51." Se G8738 Opal Green fe 21.00 
M1034 MEN i be 51," oh G8739 Opal Green ch! 21.00 


KKK 7 » » » 
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* M101i0—M1011 *M1014—M1015 














*M1132—M1133 


M1010 and M1011 — DUO-SIDE EXITS . . . WALL TYPES — Two Sizes 


Heavy gauge brass frame removable with set-screws for relamping. Each model is made in two sizes. Ruby-red glass 
with white letters. Standard Guth finishes on frame (see page 37). 


VERTICAL READING TYPE 





Number Wattage Width Hght. Ext. Glass Size Letter Price 
M1010 15-25 5 81/,” 33/,” G2883 PAN Cb @ fake 1l/,” $12.00 
M1011 25-40 7\/," 12" 6” G8724 So ex ae 2\/," 15.00 


HORIZONTAL READING TYPE 





Number Wattage Width Hght. Ext. Glass Size Letter Price 
M1014 15-40 7’ 51/," 43/,” G5686 sts abet! 4" $15.00 
M1015 25-60 81/4” 7)" 51," G5687 Cex 6” 17.50 


M1132 TRI-SIDE PENDANT TYPE EXIT 


Pendant type EXIT of smart proportions and rigid heavy gauge brass construction. White letters on ruby-red glass. 
Readable from all sides. Standard Guth finishes. Overall length as listed. Extra lengths provided at 80 cents per foot 
list extra. 


-Dimensions 





Number Wattage Width Height Length Glass Size Letter Price 
M1132 50-100 10” 51/," 2'0” G1530 8" x 4" 3h $62.50 
M1133 50-150 121/," 83/,” 2'6” G1532 10” x 8” 6” 70.00 


sizes with 3-inch or 6-inch white lettering on ruby-red back. 


* M1022—M 1025 





M1022—CEILING TYPE EXIT SIGN . . . 


Ewin F ut 


Com Pany 
UGHTING EQUIPMENT 















* M1028—M1031 





SINGLE AND DOUBLE FACE—Two Sizes 


Attractive ceiling type sign constructed of heavy gauge brass. Brass stem with 6-inch canopy. Finished in statuary 
bronze, satin cadmium, or bank bronze. Has removable end for relamping with 6-inch tubular lamps. Made in two 





Dimensions Glass —————_—— 
Cat. No. No. of Faces Length Width O. A. No. Size Letters Price Each 
M1022 1 PiOu 9” G1530 St x:4% zy $22.50 
M1023 1 AMGY hak’ G1532 10% x3" 6” 27.50 
M1024 2 20" 9” G1530 8” x 4” Sf 27.50 
M1025 2 2'6” Lak G1532 10" x 8” (ay 33.75 


Note: If additional length is required, add $0.60 list per foot or fraction. 


M1028—BRACKET TYPE SIGN 


SINGLE AND DOUBLE FACE—Two Sizes 


Made of heavy gauge brass sheet for both single and double faced. Removable top for easy relamping with tubular 
lamps. Finish can be had of statuary bronze, satin cadmium, bank bronze. Made with 3-inch and 6-inch white letters 


on ruby-red background. 


Cat. No. 


M1028 
M1029 
M1030 
M1031 


No. of Faces 


1 
1 
2 
2 








Wall Base Ext. from Glass 
Dimensions Wall No. Size Price Each 
8” x 41/,” Ahab G1530 8" x 4” $26.25 
121, x 5” ey’ G1532 10” x 8” 31.50 
8” x4l/” li G1530 8" x 4” 31.50 
I2Z5ex 5% 135 G1532 LOG aoe 37.50 
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* M1026— M1027 








* M1047— M1048 


M1026—WALL TYPE EXIT SIGN—$ex Tubular Lamps 


Wall-type exit signs made in two sizes in single-face only. Sturdily manufactured in eighteen gauge brass sheet. 
Removable top for easy 6-inch tubular lamp replacement. Finished in statuary or bank bronze, and satin cadmium. 





—— I MONSIONS ee =e SSS Glass eee 
Cat. No. Width Height Extension No. Size Letters Price Each 
M1026 9” 61/,” 134,” G1530 8’ x 4” 6)" $15.00 
M1027 Wa 101/,” Ah! G1532 10” x 8” 6” 18.50 


M1047—EXTRUDED BRONZE EXIT SIGN 


A beautiful Exit Sign that reflects quality in its rigid extruded bronze construction. Has two heavy rolled-moulding 


hinges for easy lamp_replacement. Made in two sizes and finished in statuary or bank bronze or in satin cadmium 
plate. Made in recess type only. 











Dimensions ee AGIGSS 
Number Width Height Number Size Letters Price 
M1047 93/,” 53/4,” G1530 8" x 4” Shi $19.00 
M1048 1134” 93/,” G1532 10” x 8” 6” 22.50 


Note: Dimensions of recess box of M1047 is 3!/2" deep by 4” wide and 87/s” long. Recess box of M1048 is 354” deep by 8!/s” wide and 101/g” long. 





KKK sO » >» » 











* M1042 * M1043 ° M1134 





° M1041 * M1044 M1046 


PORCELAIN ENAMEL FLANGES .. . With Glass Exit Globes 
Utility Signs ... Inexpensive... Peunanent Quatity 


For armories, hallways, etc., where utility of purpose is primary and low cost is requisite, Guth porcelain enameled 
flanges with glass exit globes are applicable. 


Finishes: Guth porcelain enamel is fired-on to steel at 1800 degrees Fahrenheit; the finish is everlasting. Standard 
Guth porcelain enamel finishes are white, ivory, and antique bronze. Where sanitation is desired or where moisture 


might affect other finishes, Guth porcelain enamel will last indefinitely. 


Glass: Various designed globes as pictured above are ruby-red with three-inch white letters. 





Number Glass Size Letter Price 
M1041 Gs594 ts Sears iAt ee a $5.20 
M1042 G1534 6 x3’ sl 5.20 
M1043 G4665 5A” x 31/4" sh 6.00 
M1044 G4664 Sex Vae 3)" 6.00 
M1046 G4241 Gaemextouae oe 6.00 
M1134 G2763 Sh be SW a | 9.35 


M1134 has word “‘Exit’’ on three sides. 
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Porcelain Enamel— Cast Bronze — Interior Electric 
Any Leittering— Any Size—Any Type 


Write us for full 
details .. Nocost 
or obligation for 
this service. 























DESIGNERS AND CRAFTSMEN 


U.S. Patent Nos. 1722743 and 1745691—Also Foreign Patents. SUSPENSION 


Only 20 Seconds te Apply or Remove Glassware 


Easily Installed ... Quickly Cleaned and Relamped .. . 
No Thumbiscrew ot Bushings... Ne Compression en Glass 


uthn “BDHIC”’ Safety HANGERS... @§ -POINT 


Guth BDHIC safety hangers are designed to provide mechanical durability as well as 
beauty in line and proportions. 


Specifications: The BDHIC hanger is formed of 20 B. & S. gauge brass. The brass 
stem is %/g-inch diameter with standard 3/-inch threads. The Guth turned-brass swivel- 
aligner permits 30-degree swing. Canopies have knockouts for switches. 


Wire and Sockets: Guth products are approved by Underwriters’ Laboratories. For 
porcelain medium base sockets, up to and including 200-watt lamps, slow-burning No. 16 
C&F wire is furnished. No. 14 wire is supplied for all porcelain mogul sockets. Fixtures 
are not wired but can be supplied so at small additional expense. 


Canopy Switches: Two sized single-pole switches are available. For 6 ampere rating 
switches (up to and including 500 watts), add $1.35 to list. For large 10 ampere switches, 
add $2.05 list. 





Three-Way Socket and Switches: Mogul socket size BDHICs will be supplied with 
three light sockets at $1.25 list additional. Three-way canopy switches will be furnished 
at $1.50 list additional. 


PENDANT ““BDHIC’’ — Chromium or Statuary Bronze Finish 








Catalog Fitter Porcelain Length to Bottom Standard Package Price e\Ceilina Holder 
Number Diameter Socket of Holder Quantity Weight, Lbs. Each Unit 
R6014 4” Medium 24” 1 29 $3.40 
R6016 6” Medium 24” 12 36 3.65 
R6017 6” Mogul 24” 12 38 4.25 
R6018 8” Mogul 24” 12 40 5.25 


Additional Lengths: 6” Extension—MP2175—$0.40 
12” Extension—MP2176—$0.60 


CEILING ““BDHIC’/’—Chromium or Statuary Bronze Finish 


R5842 4” Medium 5” 12 19 $2.00 
R5843 Sf Medium tah 12 22 2.50 
R5844 6” Mogul leh 12 26 3.00 
R5845 8” Mogul 6” 12 33 4.00 


Notes: Standard finishes are statuary bronze and chromium. 
If special finishes to match are desired, add 10% list additional. 





GLASSWARE FOR ABOVE HANGERS IS LISTED ON PAGE No. 58 ® Diagram showing ease 


of applying Glassware 
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CDWIN F. GUTH COMPANY 


PORCELAIN ENAMEL ‘‘ONE-PIECE’’ FLANGES 





s( 


U.S. Patent No. 1715769 








Easily Maintained and Cleaned... Fox Moist Atmospheres... Everlasting Finish 


Guth Flanges, formed of steel, and finished with hard, glassy porcelain enamel finish are permanent in every respect. 
Porcelain enamel finish is especially desirable where cleanliness and sanitation are paramount, as this hard finish 
is unaffected by daily scrubbings. Also, where salt air or other humid atmospheres may affect ordinary finishes, 
Guth porcelain enamel will last indefinitely. Guth Company’s electric furnace assures a whiter or more pure color, 
as opposed to porcelain enamel applied by other type firing. 


The Guth Flange is installed with the greatest of ease and rapidity. The self-adjusting patented spring glass holder 
obviates rattling or breakage, instantly engages or releases glassware, no bothersome setscrews. Guth Flanges are 
dustproof and non-vibrating. Approved by fire underwriters. 


°No. K1166 





MAY BE HAD IN CHROMIUM-PLATED FINISH 





Guth Flanges are made under U. S. Patents and are constructed 


for lifetime service. 


For installing glassware, only ONE spring-key is moved (No. 1 
in cut). This trigger-acting key allows for expansion of glass, 
thus reducing breakage to a minimum. The trigger-acting key 
is held by an everlasting bronze spring (No. 2 in cut). Guth 
Flanges have double reflecting surface (see Nos. 4 and Sin cut). 


Porcelain sockets (No. 6 in cut), approved by Underwriters’ 


Standard Porcelain Enamel Finishes are 
White, Ivory, Black, and Antique Bronze. Specify 
finish when ordering. 








Laboratories, are furnished. The flanges are supplied unwired. 
A knockout for use of canopy switch in each Guth Flange (No. 


3 in cut). 


Catalog 
Number Lights 


K1164 1 
K1166 1 
K1167 1 
K3395 2 


Socket 


Medium 
Medium 
Mogul 

Medium 


Flange Standard Package 
Diameter Fitter Quantity Weight 
7,” 4” 12 25 lbs. 
10” 6” 6 16 lbs. 
10” 6” 6 18 lbs. 
Koy 6” 6 18 lbs. 


Specify Finish When Ordering. 


Notes: Canopy switch will be supplied on request at $0.75 list additional. 
Special finishes will be supplied at 10% list over chrome prices. 


GLASSWARE FOR GUTH FLANGES IS LISTED ON PAGE 58 








* Cross Section 


Price Each 
Porcelain 
Enamel 


$1.75 
2.00 
2.50 
3.25 





Price 
Each 
Chrome 


$2.35 
3.00 
3.50 
4.25 


—_—"2-_.... eee 


° 46° 


FF GIRO 


bs ( 


Guth Porcelain Enamel Hangers are for uses where ordinary finishes do not stand-up. See 


preceding page for further uses. 





Catalog Fitter Porc. 
Number Dia. Skt. 
R1145 4” Med. 
R1146 Gn Med. 
R1148 6” Mog. 


Notes: Above prices do not include glassware. Canopy switch will be supplied at $0.75 list additional. 





N PORCELAIN ENAMEL PENDANT HANGERS = \ 
For Moist Atmespheres ... Easily Cleaned. . . Evertasting Finish | y 



































*“*“SHELL-CAST”’ 











Lgth. to Bottom Standard Package Unit 
Quantity Wt. Price, Each 
12 38 lbs. $6.00 a 
12 45 lbs. 6.50 
12 50 lbs. 7.00 ; 
| 
R1145 


Longest one section stem is 24”; more than one section is required for longer lengths. 


om \\ SHELL -CAST” 


Minimizing Glassware Glare with ALZAK 
Cluminum Reflectors 


To assure advantages of ‘Better Lighting’’ with glassware fix- 
tures, it is thoroughly recommended that means of minimizing 
glare and shadows be applied to luminaires of this type. The 
luminaire, to left, incorporates an ALZAK Aluminum Deflector to 
render ‘Better Lighting’’ than ordinary semi-indirect glass- 


ware units. 


““SHELL-CAST’’ LUMINAIRE 


Effect semi-indirect lighting by means of an ALZAK aluminum 
cup which covers the lamp filament thereby directing the major 
portion of light-rays upward. The glassware has a beautiful soft 
“shell-like’’ appearance—minimizing glare. The light reflected 


from the ceiling minimizes shadows. 


“‘SHELL-CAST’’ LUMINAIRE 





Catalog Glass Overall 

Number Wattage Diam. Length Price 
M1114 150-200 16” 30” $15.00 
M1115 300-500 20” 36” 27.50 


Standard Package is one unit. 





EDWIN F. GUTH COMPANY 
Cutts UTILITY LIGHTS 









































Number Socket Length Glass Size Price 

R1139 Keyless 48” G1382 61/4" x 21/4” $4.30 

R1140 Keyless 48” G1704 Wire Guard 3.85 

R1141 Keyless Ae me wee es Without Guard 1.75 

Number Lts. Socket Ext. Hot. Reflector Size Price 

R1290 l Key jak 16” G1674 ihe $8.45 

R1291 1 Key cone L65 G1674 fy 9.00 

R1294 1 Key 9” 10” G1382 61/44," x 214” 5.50 

R1295 l Pull ae 1517,. 9) GS866909" x5U45 15.00 

; R1296 1 Pull ats 1514," G3866 9"x5I/,” 15.00 

ya 
/ oa VAPORPROOF CONDULETS 

Fe — ££ Number Watts Globe Guard Price 
= = se A RR3964 50-100 Clear No $11.50 
© RI139— 1 Licht RR3965 50-100 Clear Yes 16.00 
Byasaeiee RR3966 50-100 Clear No 8.00 
F59 (Statuary Bronze) RR3967 50-100 Clear Yes 12.75 






: * R1290—1 Light 

ees? a ' -— e F22, Brushed Brass) 
2 -_ ight 

| | * R1294—1 Light F59 (Statuary Bronze) 


rass 
F59 (Statuary Bronze) 





* R1140 
with Guard 


R1141 
Without Guard 








© R1295 — 1 Light 
Porcelain Enamel Shade 
F142 (Olive Green) 














\ / 
i oY 
Ba = A 
* Vaporproof * Vaporproof 
Condulet Condulet 
Cast Bronze Cast Bronze 
RR3967 — With Guard RR3965 — With Guard * R1296 —1 Light 
RR3966 — No Guard RR3964 — No Guard F485 (Bank Bronze) 








* 48 - 
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x uthn BRACKETS and CEILING UNITS 


















































Number Hat. Extends Glass Size Price 
R1263 eae 7)” G656 41." x 6" x 314,” $10.65 
R1264 12” 81/,” G655 Vio asy ate» 17.50 
Number Length Extends Glass Size Price 
R1265 1 Cee ess ces G656 Al," x 6” x 314,” $10.00 
R1266 LA ee ee se G655 dot Sex. 5c 16.90 
Number Hat. Extends Back Plate Glass Size Price 
RR1271 134 43/,” 67/_" x ee Amber se, PEN fi $10.00 
R1283 18” 20 4\/,"x 10” G1050 LOpx 55 22.50 
R1284 Loeke 18” dex 14% G1050 12 x.07 36.00 
R1285 30” 28” 91.” x 281/,” G1050 16” x 8” 94.50 
RR1286 14” 9” 45/_”x 111/.” G1050 8" x 4” 5.05 
RR3363 22\/,” lst 51" x 1117.” G1050 Lots 54 17.00 
RR3364 22\/,” 13" 514"x 111” G1050 02x 5% 45.00 . RR3363 — Cast Tron 
ainte ac 
Number Lts. Socket Extends Shade Size Price SSiithieritag aie 
R4043 1 Pull 9” G5253 81/)" $12.00 Radiant Gides 


: een may 


SN (ag 





* RR1271— Cast Iron 





Ae ee oop: * R1283 - R1284 - R1285 
Amber Panels Cast I 
® RR1286 — Cast Iron i oar ie = 
Painted Black pea e Blas 
Radiant Glass adiant Glass 





® R4043 — 1 Light 
rass 
F59 (Statuary Bronze) 





° R1265 — R1266 


opper 
Finish F374 (Oiled * R1263 eet 
opper) i 
Radiant Glass (Oiled Copper) 
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EDWIN F. GUTH COMPANY 














U.S. and Foreign Patents 14680, 81470, 1147717, 1304965—Trade Mark Registered. 


““WORLD FAMOUS IN LIGHTING HISTORY” 
Cfficient Semi-Indirect Lighting — Porcelain Enamel Reflector —Quality Franslucent Glass 








* W3466 
WITH DECORATED GLASS 
Number Skt. Wattage Diam. Glass Size Price 
W3466 Med. 75-100 121,” G4877 Tf $ 8.10 
W3467 Med. 150-200 yf G4883 91/," 11.80 
W3468 Mog. 300-500 PALS G4889 Lac 16.10 
WITH PLAIN GLASS 
W3463 Med. 75-100 121/,.’ G4876 ot 7.00 
W3464 Med. 150-200 Lz G4882 g1/," 9.40 
W3465 Mog. 300-500 Ze G4888 iy’ 12.90 


Pull Switch $1.50 List additional. 
Packed one to a carton. 


BRASCOLITE CEILING HANGERS 


Brascolites listed on this page may be had for ceiling 
suspension either with chain hanger, pictured on 
the left, or pendant hanger pictured on right. Stand- 
ard finishes are statuary bronze or satin silver effect. 





‘ * wW3909 * w3910 


Brascolite embodies all the efficient principles of good lighting. Diffusion 
plus reflection and an abundance of light without undue glare. The low 
first cost, and low installation and maintenance cost, with durable con- 
struction, make Brascolite ideal for every purpose. The perfect glazed 
porcelain enameled reflector will look new and last indefinitely. 


The high efficiency of Brascolite is obtained by the arrangement of the 
quality translucent bowl and the reflector which directs all emitted light 
to the working plane with minimum of absorption. 








LEATHER BRZ. BAND ON REFLECTOR—WHITE BOWL 





Number Skt. Wattage Diam. Glass Size Price 
W624 Med. 75-100 14” G765 Bl,” $ 8.00 
W625 Med. 150-200 18” G764 Li" 12.00 
W627 Mog. 300-500 Poh G763 14” 19.50 

WHITE PORCELAIN ENAMEL REFLECTOR—WHITE BOWL 

W619 Med. 75-100 14” G765 81h," $ 8.00 
W620 Med. 150-200 18” G764 Lill’ 12.00 
W622 Mog. 300-500 Peey G763 14” 19.50 


Pull Switch $1.50 list additional. 


W3909—36” long, 3-chain oval link. 
When additional length is required, a 
single chain will be used between can- 
opy and three way hook. 

36” length, price, $4.50 


Extra length, $0.75 per foot list. 


50 


Packed one to a carton. 


W3910—36” long, 5,” diam. Brass 
stems with 6” diam. brass canopy, 36” 
length, price, $2.50. 


Extra length, $0.50 per foot list. 











BY ite 


U.S. Patent 1455794—Trade Mark Registered 


PORCELAIN ENAMEL REFLECTOR 


Fatally Enctased .. Semi-Indirect Lighting .. Efficiency Plus 


The Guth-Lite is a totally enclosed unit that gives a scientifically correct 


diffused and redirected light without undue glare. Its light rays are dis- wm ESRD 
tributed vertically, horizontally, and at an angle. Guth-Lite gives a very ice 
wide distribution so that fewer units are needed to light a given area. 







Mee 


The patented features of Guth-Lite facilitate installing, cleaning and 


relamping. It is the lowest priced unit of its type on the market. Made in 


three sizes and four styles. 








H887 
WITH PLAIN WHITE GLASS 
Number Skt. Wattage Diam. Lgth. Glass Size Price 
H887 Med. 75-100 121," 141/," G3722 81/,”" x 4” $ 6.50 
H888 Med. 150-200 le if} G3723 WARE 9" faye 10.00 
H889 Mog. 300-500 Ain 19” G3724 14 ueex- Os 13.50 
WITH TAN DECORATED GLASS 
H890 Med. 75-100 121/,” 1417,” G3726 81/." x 4” $ 7.35 
H891 Med. 150-200 ef 18” G3727 i Zeeeex Og 14.95 
H892 Mog. 300-500 212 19” G3728 [42a x On 18.95 


Notes: Pull Switch $1.50 List additional. 
Extra Length $0.35 per foot list. 


Units packed one to a carton. 





Number Skt. 
H896 Med. 
H897 Med. 
H898 Mog. 
H893 Med. 
H894 Med. 
H895 Mog. 








a Say ae 





i’ 
4 Nee, OD: 


Pinder Potato an 
see ee 
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Db 


ay 





ea 
* H896 

WITH TAN DECORATED GLASS 
Wattage Diam. Lgth. Glass Size Price 
75-100 Ish 141/,” G3726 81/,"x4" $§ 9.00 
150-200 1717," 18” G3727 exo 17.15 
300-500 21/7," 19” G3728 14” x6” 21.75 

WITH PLAIN WHITE GLASS 

75-100 ey 141/,” G3722 81/,"x4" — § 8.15 
150-200 1717," 18” G3723 WAN op eay! 12.20 
300-500 21l/," 19” G3724 14” x6” 16.30 


Notes: Pull Switch $1.50 list additional. 
Extra length $0.35 per foot list. 
Units packed one to a carton. 











* Photometric Light Curve 
Showing Wide Distribution of Light 








> Bl e 








EDWIN F. GUTH COMPANY 





GUTH BRACKETS 





Designed for Utility ... Lighter Weight... Everlasting Finish 
PORCELAIN ENAMEL AND CHROMIUM 


Sound design is based on utility. Guth AGLITE brackets steel at 1800 degrees Fahrenheit. This permanent 
and ceiling types represent careful thought, aimed to glassy lustrous finish is much superior to paint enamel 
make them of maximum usefulness and maximum finishes, and can be washed daily without any effect 
beauty combined. on AGLITE’S ‘“‘window-pane” 


inish. Also, th re tex- 
The modern trend in functional ene mimosa kits e 


design is towards strength with GUTH PORCELAIN ENAMEL Ee USMS fieizer tik pee 
CLEANS EASILY —L/FE-TIME WEAR finish has deeper color or white- 


ness and has no graining effect 
as do ordinary porcelain pottery 
ware fixtures. 


lightness. Architects have 
turned to the lighter, stronger 
materials made available 
by progress in metallurgy 
and in the ceramic art. 
Stronger than other ware, Guth 
AGLITES weigh but one-third 


as much as comparable pottery 





Chromium: Guth Chromium 
finish on AGLITES is especially 
good-looking in locations of 
hi prominence. Guth Chromium 
TESA has a rich bluish hue, with 
Guth AGLITES are perma- mirror reflection appearance. 
nently finished by ‘‘fusing’’ glass PURE ARMCO INGOT IRON Chromium finish is not as 
on steel. The accompanying (CRYSTAL: ETCHED) 
microphoto demonstrates the 
rigid bond between the base 
metal of AGLITES and the 


permanent as porcelain enamel 
yet is more permanent than 
paint enamel finishes. 





fired-on Guth vitreous enamel eee eaten Fis Vesa 2 Packing: AGLITES are packed 
Cenc itie fingers (e) = crystal-etche stee . . 

finish. Guth AGLITES are sub- Be Banish tty hye erent y ee in unit cartons and every part 
jected to three successive coat- betwoentiharmetalenad tinal Guinnviresa for one Guth AGLITE is packed 
ings of vitreous glass fired-on enamel “‘fired-on”’ finish. See page 92. in one carton 


Method of Installing Ball Method of Installing 
Lamp Aglite Bracket (Left) Aglites (Right) 


1—Screw coupling (No. 1) to stud. Bridge (No. 1) is attached to any 

2—Splice two wires from plug (No. standard outlet with locknut fur- 
2) and the two extra pieces of No. nished. Attach house wires to 
18 wire included with fixture, to 
house wires. 

3—Remove socket from bracket. 
Place bracket in position over Place canopy in position toward 
wall box. Pull the two No. 18 
wires through hole (No. 3). Lock 
bracket in position with screw 
(No. 4) which can be reached 
with screw driver through open 
top of cup. 


porcelain socket (No. 3) and clamp 
it in canopy (No. 5). 


ceiling (for wall) with screws (No. 
2), projecting through keyhole 
slots (No. 4). 


Turn canopy to right and tighten 

4—Attach No. 18 wires to socket (No. moans Ps z} Pets screw snren 
Hie Titeett wonket icone and isce Glass shade (No. 6) is then placed 
in position with Bakelite nut over Bakelite screw collar of socket 
(No. 6). and held in position by patented, 

5—It is not necessary to remove internal-threaded collar (No.7). 
knob (No. 7) to place socket in When light is installed no metal 
position. parts are visible. 
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) AGLITES (Continued) (Cdditicnal Sypes Listed in Hospital Section-p. 





No. 


A-1072 
A-1073 
A-1074 
A-1075 


A-1076 
A-1077 


Socket 


Keyless 
Pull 
Keyless 
Pull 


Keyless 
Pull 


Conv. 
Outlet 











A-1075 A-3349 
Conv 
Glass Price Code No. Socket Outlet Glass Price Code 
G-3144 $2.05 Bind A-3346 Keyless No None $1.80 Glory 
G-3144 2.35 Biped A-3347 Turn No None 2.15 Gnarl 
G-3144 2.40 Birch A-3348 Keyless Yes None 2.05 Gnash 
G-3144 2.70 Bird A-3349 Turn Yes None 2.40 Gnome 
A-1077 A-1064 
G-3144 $1.95 Birth A-1064 Keyless No G-1382 $1.80 Bibe 
G-3144 2.25 Bison A-1065 Pull No G-1382 2.10 Bier 
A-1066 
Conv. 
No. Socket Outlet Glass Price Code 
A-1066 Keyless No None $0.95 Bight 
A-1067 Pull No None 1.25 Bigot 


Notes: Above prices are for Standard Porcelain Enamel Finishes which are White and Ivory. (Please specify shade when ordering.) When 
Chromium is desired add $0.50 list extra to above prices. Lamps or wire not included in above prices. 





GAG-03 


GAG-01 GAG-02 
Glass interchangeable with above types. Add 25c to list for any of these glass shades. 








Made of brass. 


Cat. No. 
M-1077 
M-1078 









ial 


Be! 





voter rnin 


M-1077 


Opal glass globe. 


Finished: Polished Chromium. 


Wattage Skt. Overall Leth, 
150-200 Med. 36” 
300 Mog. 42” 


See Page 59 for Prices 


Glas 
14” 
16” 


Ss 









M-1084 


Made of brass. Finished Polished 
Chromium. Satinlite Glass Bowl. 
T'wo medium sockets. Capacity 


50-200 watts. Overall Extension 
7”. 12” diameter glass. 


See Page 59 for Prices 

















M-1079 


M-1082 


Pendant Girture 


Made of brass. Finished: Polished Chromium. Opal glass globe. 


Cat. No. Wattage Skt. Overall Lgth. Glass 
M-1082 150-200 Med. 36” 14” 
M-1083 300-500 Mog. 42” 16” 


See Page 59 for Prices 


Close Ceiling Fixture 


Made of brass. Finished: Polished Chromium. Opal glass globe. 


Cat. No. Wattage Skt. Overall Leth. Glass 
M-1079 75-100 Med. 13% 12" 
M-1080 150-200 Med. 15” 14” 
M-1081 300 Mog. 17 16” 


See Page 59 for Prices 























M-1085 


Made of brass. Finished: Polished 
Chromium. 12” Satinlite glass 
bowl. Two medium sockets. Ca- 


pacity 50-200 watts. Overall ex- 
tension 7”, 


See Page 59 for Prices 











M-1091 


Pendant Fixture 


Made of brass. Finished: Polished and Satin Chromium. Opal 
glass bowl. 


Cat No. Wattage Skt. Overall Legth. Glass 
M-1091 150-200 Med. 36” 14” 
M-1092 300 Mog. 42” 16” 


See Page 59 for Prices 


M-1086 


Pendant Fixture 


Made of brass. Finished: Polished Chromium. Opal glass globe. 


Cat. No. Wattage Skt. Overall Lgth. Glass 
M-1086 150-200 Med. 36” 14” 
M-1087 300-500 Mog. 42” 16” 


See Page 59 for Prices 


M-1088 


Blush Coiling Qisdure 


Made of steel. Finished: Satin Cadmium. Opal glass bowl. 





Fixture 
Cat. No. Wattage Skt. Spread 
M-1088 50-75 Med. 9” 
M-1089 75-150 Med. 13” 
M-1090 150-300 Med. 1S 


See Page 59 for Prices 
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M-1093 


Made of brass. Finished: Polished Chromium. Opal glass globe 


Cat. No. Wattage Skt. Overall Lgth. Glass 
M-1093 150-200 Med, 367 1434” 
M-1094 300-500 Mog. 42” 163%” 








See Page 59 for Prices 











M-1098 





Close Ceiling Yialwre 


Made 


Cat. No. Wattage Skt. Overall Leth. 
M-1098 75-100 Med. ey 
M-1099 150-200 Med. P5e 
M-1100 300-500 Mog. iN fe 


See Page 59 for Prices 


M-1101 


Wall Bracket 


Aluminum Backplate. Finished: 
Satin and Polished Aluminum. 
Opal glass cylinder. Polished 
Chromium glass holders. Turn 
switch included. Backplate 17” 
long, 4” wide. Glass cylinder 12” 
long. Wattage 40-150. 


See Page 59 for Price 





M-1095 


Pendant Firlmre 


Made of brass. Finished: Polished Chromium. Opal glass globe. 


Cat. No. 
M-1095 
M-1096 
M-1097 


ot brass. Finished: Polished Chromium. Opal glass globe. 


Glass 


Wattage Skt. Overall Leth. Glass 


75-100 Med. 30 1238” 
150-200 Med. 36” 1434” 
300-500 Mog. 42” 163%” 


See Page 59 for Prices 






M-1102 


Wall Bracket 


Made of brass. Finished: Polished 
Chromium. Backplate Chromium. 
Opal half cylinder, 14” long. Watt- 
age, 50-80 watts. 


See Page 59 for Price 


M-1103 


Pendant Gixture 


Made of brass, Finished: Polished Chromium. Opal glass globe. 


Cat. No. Wattage Skt. Overall Leth. 
M-1103 150-200 Med. 36” 
M-1104 300-500 Mog. 42” 
M-1105 750-1000 Mog. 48” 


See Page 59 for Prices 





Glass 


14” 
16” 
20” 


Width 12”. 


M-1106 


Wall Bracket 


Made of brass. Finished: Chromium. Half section opal glass bowl. 


Extends 7”. Wattage 50-75. 
See Page 59 for Price 


ny 














M-1107 
Made of brass. Finished: Chromium. Opal glass with metal or 
glass louvres. 


Cat. No. Wattage Louvre Overall Leth. Glass 
M-1107 150-200 Glass 36” 14” 
M-1108 150-200 Metal 36” 14” 
M-1109 300-500 Glass 42” 16” 
M-1110 300-500 Metal 42” 16” 


See Page 59 for Prices 
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) Intuminatine GLasswaRE 
Highest Quatity Glass... Attractive Designs... Standard Sizes 


G-8790 — ‘‘DOMINO”’ 
White Opal Texture 








No. Diameter Depth Fitter Standard Pkg. Price 
G-8786 8” 514%" 4” 8 $1.85 
G-8787 10” 514” 4” 6 2.30 
G-8788 | Be 514" (e) 3 4.20 
G-8789 14” 634” 6” 3 5.75 
G-8790 16” 74’ 6” 4 7.90 


G-8794 — *“QUEEN’”’ 
White Opal Texture 


G-8791 814” 8” 4” 12 $1.25 
G-8792 12” 10%” 6” 4 3.30 
G-8793 14” 11” Gr 2 4.40 
G-8794 16” 1234” 6” 1 5.75 


G-8804 — ““VEEPAL”’ 
White Opal with Glass or Metal Louvre 


G-8804 14” ie ee On 2 $3.90 
G-88041, 14” ri 6" 2 4.10 
G-8803 16” 12” 6” ] 6.20 
G-88031,, 16: 12" 6” l 5.20 


Note: G-8804 and G-8803 are furnished with Chromium plated metal 
louvres. G-8804!%4 and G-88031% are furnished with glass louvres. 


G-8784 — “\JEAN’’ 


White Opal, also Semi-indirect Enameled bottom 
Opal Texture 


G-8780 934” 634" 4” 12 $1.45 
G-8781 1234” gf 6” 4 3.90 
G-8782 143,” Lie Sa 2 5.00 
G-8783 163%” 12” oF ] 7.35 


“\JEAN’’— Semi-indirect — Enameled Bottom 


G-87801,, 934" 634” 4” 12 $3.75 
G-87811, 1234” oe GF 4 4.95 
G-87821,, 143” DL 6” 2 7.70 
G-87831,, 1634” 12” 6” ] 9.75 


G-8687 — ‘\ISLANDER”’ 


Opal Glass 
G-8683 10” 614" 4” 12 $2.25 
G-8684 12" 734" 6” 6 3.90 
G-8685 14” 9” 6” 2 5.00 
G-8686 16” 10” 6” 1 7.35 
G-8687 20” 11%’ 8" 1 20.40 


GENERAL INFORMATION ON GLASSWARE 


The above prices are based on orders of standard package quantities. 
If less than standard packages are desired add 10% to list prices. 
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DECORATIVE GLASSWARE FIXTURES 


DESIGNERS AND CRAFTSMEN 





















































\ All Prices Subject to Change Without Notice. 
As Listed on Pages 54 to 57. 
M1077 PENDANT FIXTURE — Page 54 M1095 PENDANT FIXTURE — Page 56 
Complete with Glassware Complete with Glassware 
Cat. No. Wattage Socket Length Glass Price : 
M1077 150.200 Mad: 367 14” $27.45 Cat. No. Wattage Socket Length Glass Price 
M1078 300 Mog. 42” 16” 32.15 M1095 75-100 Med. 30” 123/.” $10.90 
M1096 150-200 Med. 36” 143/2” 12.75 
M1097 300-500 Mog. 42” 163/2” 15.45 
M1079 CEILING FIXTURE — Page 54 
Complete with Glassware 
Cat. No. Wattage Socket Length Glass Price M1098 CEILING FIXTURE — Page 56 
M1079 75-100 Med. 13” 123 $18.65 C lete with Gl 
M1080 150-200 Med. 15% 14” 22.45 EN Sled bet A AES 
easest 300 ao Yi 16 Ai .2s Cat. No. Wattage Socket Length Glass Price 
paitss Pe Med. [eye 1232” $ 6.40 
M1082 PENDANT FIXTURE — Page 54 M1099 150-200 Med. 15” 1477” 7.75 
Completel with) Glassware M1100 300-500 Mog. LZ 163/g 10.35 
Cat. No. Wattage Socket Length Glass Price 
M1082 150-200 Med. 36” 14” $23.90 
M1083 300-500 Mog. 42” 16” 27.95 M1101 WALL BRACKET — Page 56 
Complete with Glass Cylinder 
M1084 CEILING UNIT — Page 54 Cat. No. Wattage Socket Length Width Price 
Complete with Glassware M1101 40-150 Maw 17’ 4” $16.00 
Cat. No. Wattage Socket Length Glass Price 
M1084 50-200 2 Med. ab Way $18.75 
M1102 WALL BRACKET — Page 57 
SOE whieh AES OSES lor TTY Complete with Glass Dish 
Complete with Glassware 
Cat. No. Wattage Socket Length Glass Price Cat. No. Wattage Socket Length Glass Price 
M1085 50-200 2 Med. La P25 $28.75 M1102 50-80 Meds 14” $30.00 
M1086 PENDANT FIXTURE — Page 55 
Complete with Glassware M1103 PENDANT FIXTURE— Page 57 
Cat. No. Wattage Socket Length Glass Price Complete with Glassware 
M1086 150-200 Med. 36” 14” $34.00 
M1087 300-500 Mog. 42" 16” 38.95 Cat. No. Wattage Socket Length Glass Price 
M1103 150-200 Med. 36” 14” $34.00 
M1104 300-500 Mog. 42” 16” 39.00 
M1088 CEILING UNIT — Page 55 M1105 750-1000 Mog. 48” 20” 59.00 
Complete with Glassware 
Cat. No. Wattage Socket Length Glass Price 
M1088 50- 75 Med. 4" 8” $ 6.00 
M1089 75-150 Med. 47/2” }2°0 2-11-50 M1106 WALL BRACKET — Page 57 
M1090 150-300 Med. 51,” 14” 14.00 Complete with Glassware 
Cat. No. Wattage Socket Width Extends Price 
Complete with Glassware 
Cat. No. Wattage Socket Length Glass Price 
M1091 150-200 Med. 36” 14” $37.70 
M1092 300 Mog. 42" 16” 44.35 M1107 PENDANT FIXTURE — Page 57 
Complete with Glassware 
M1093 PENDANT FIXTURE — Page 56 Cat. No. Wattage  —_ Socket Length Glass Price 
peer remy Clase ote M1107 150-200 Med. 36” 14” «$13.75 
Cat. No Wattage Socket Length Glass Price M1108 150-200 Med. 36” 14” 14.50 
M1093 150-200 Med. 36" 143/42” $24.00 M1109 300-500 Mog. 42 3 1 6” 16.60 
M1094 300-500 Mog. 42” 16 7/2” 29.80 M1110 300-500 Mog. 42” 16 16.75 


Lamp Bulbs Not Included in Above Prices 
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CDWIN F. GUTH COMPANY 


PRISMATIC LENSES 
Fox Determined Light Lerformance ... Correctly Engineered 


Reflectors ALZAK Aluminum 


Guth 


Guth Prismatic Lenses, with considerable 
more punch yet retaining good diffusing 
qualities, are of primary advantage for 
determining light performance. The con- 
trol of light distribution, whether concen- 
trated focal-beam, wide light-spread, or 
their mediums, is effected by selective 
positioning of the lamp-filament in 
relation to the Prismatic Lens. 
Further, by off-setting the fila- 
ment from center of the lens, 





* Recessed Units 





@ ONE-LIGHT RECESSED BOXES—SQUARE—HINGED 





FRAME 

Cat. Position Lens Box Size 

No. Wattage of Lamp Size Width Lgth. Depth 
M1209 75-100 Horizontal - 1—6!/,” g1/,” 91/,” 6” 
M1210 = 150-200 Horizontal) 1—8!/,” 11” iz! vi 
M1211 ~=150-200 Vertical 1—8!/.",—_- 11” yA" Lie 
M1212 = 300-500 Horizontal 1—12” 15’ 15" 9” 
M1213 300-500 Vertical 1—12” ual 15’ L5e 


@ TWO-LIGHT BOXES—RECTANGULAR—HINGED FRAME 


M1214 75-100 ~— Horizontal 2—6'/” 91/,""—-15” 
M1215 150-200 Horizontal 2—8!/;” 11” 20” 
M1216 150-200 Vertical ~ =2—8!/," 11” 20” 
M1217 300-500 Horizontal 2—12” 15” 26" 
M1218 300-500 Vertical «=2—12” 15” 26” 
@ FOUR-LIGHT BOXES—SQUARE—HINGED FRAME 
M1219 75-100 ~—- Horizontal + 4—614" 15” 15" 
M1220 150-200 Horizontal 4—81/)” 20” 20” 
M1221. 150-200 Vertical += 4 81/)” 20” 20" 
M1222 300-500 Horizontal 4—12” 26” 26” 
M1223 300-500 ~=s- Vertical «= 412” —_26” 26” 


Notes: Finishes: Aluminum reflector, finished 
furnished. Recessed boxes, processed by 


6” 
ihe 
ha ihe 
9” 
15’ 


6” 
7” 
bis 
9” 
15”, 
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the light is directed to right or left. 


Numerous types and designs, utilizing 
Prismatic Lenses, are available. Below 
are listed Recessed and Surface types. 


Distribution curves and engineering data 
are available upon request. Proper 
surveys for each of your lighting prob- 
lems will be gladly made by 
Guth engineers, at no cost or 
obligation. 





*Surface Units 


@ ONE-LIGHT SURFACE BOXES—SQUARE—HINGED 





FRAME 

Cat. Position Lens Overall Dimensions 

No. Wattage of Lamp Size Width  Lgth. Extends 
M1224 75-100 Horizontal 1—6!/,” 10!” 101,” 6” 
M1225 150-200 Horizontal 1—8!/,” 12” 12% ule 
M1226 150-200 Vertical 1—8',” 12” 125 Le 
M1227 = 300-500 Horizontal 1—12” 16” 16” 9” 
M1228 300-500 Vertical 1—12” 16” 16” Ss 


@ TWO-LIGHT BOXES—RECTANGULAR—HINGED FRAME 


M1229 75-100 Horizontal 2—6!/)” 101/)” 16” 6” 
M1230 = 150-200 Horizontal 2—8!/,)” 12” 21" ihe 
M1231 =150-200 Vertical 2—8l/,” 12” 21” i 
M1232 300-500 Horizontal 2—12” LGE 27” 95 
M1233 = 300-500 Vertical 2—12" 16° 27” 15% 
@ FOUR-LIGHT BOXES—SQUARE—HINGED FRAME 
M1234 75-100 Horizontal 4—6!/,” 16” 16” 6f 
M1235 =150-200 Horizontal 4—8!/,” 21” 21” oh 
M1236 =150-200 Vertical 4—51/.". 21” 21” [ty 
M1237 300-500 Horizontal 4—12” 27" 27” 9” 
M1238 300-500 Vertical 4—12” 21" 27” 15” 


genuine Guth ALZAK. Exposed frames, standard finish is Satin Cadmium; other finishes will be 


Udylite, for protection against rust. Allow 


in ceiling. Other types and designs, utilizing Prismatic Lenses, will be gladly submitted. 
PRICES FURNISHED UPON APPLICATION 


= ===. —— = = eee ———— - =< 
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'/4 inch full beyond recessed box dimensions for hole 














DESIGNERS AND CRAFTSMEN 


\ Gut erin A’’ ALZAK REFLECTORS FOR RECESSED LIGHTING 


Flange (Open) Sypes, and Flange or Hinged Fypes with Glass, Louvres, 
and Guards —Ubse Shallow Recessed Duums 


1. Flange (Open) Types, and Shallow Drums, listed on this page. 
2. Hinged Types with Glass, Louvres, and Guards, listed on Page 62. 
3. Flange Types with Glass, Louvres, and Guards, listed on Page 63. 


“Triple A’’ ALZAK aluminum reflectors are especially adapted for recessed 
lighting. With silver-white efficiency of ALZAK, permanently sealed, the scien- 
tifically designed reflectors provide remarkable smoothness of lighting results. 
ALZAK aluminum reflectors are ‘‘permanent’’ in every sense of the word. They 





do not deteriorate nor turn brittle from heat or age, due to the fact that they are 
formed of metal—not glassy vitreous materials. Also, they do not break or chip * Open Type 
when dropped or struck. 


FLANGE TYPES: Not hinged. There are two general groups of flange types. (1) When recessed lighting requires 
no glass or guard, the reflector seats “‘on the flange,’’ as shown above. (2) When flanges are fitted with glass, louvres, 


and guards the reflector is supported above the flange. (See pages 62 and 63.) 


When Space Above Ceiling Is Limited: Use shallow round drums with or without hinged units. Only 4” height 


is required. Prices listed on this page. 


Wattage: Determine same as open mounting. (See page No. 62.) 


FLANGE UNITS — OPEN TYPE 
Including “Triple A’’ Reflector, Holder, Socket and Flange 











Distributing Type Semi-Concentrating Type 
Cat. No. M1066 M1067 M1068 M1069 M1056 M1057. M1058 M1059 ee ey 
Ee 
Wattage 75-100 150-200 300-500 750-1500 75-100 150-200 300-500 750-1500 ee cae | 
Price, Each $5.75 $7.75 $13.75 $25.00 $6.50 $9.25 $16.50 $30.00 : jee Be 
Reflector No. AAA71 AAA73 AAA7S AAAl7  AAAT7IS AAA73S AAA7SS AAAI19 epee neo He 
Dimension, H. 8" 10" 11 eel TS 8" 10" iy," 177 Phe 
Dimension, D. 81/4,” 101/4” 12/4" 181/4" 81/4" 101/4" 12/4" oa *OnO ik Fl Unit 
Dimension, O. 10" 12" 14” 21" 10" 12" 14” 21" Pele rae cogs et OR ac 


Reflector Seats on Flange. 


Notes: ALZAK reflecting surfaces render flexibility of light-beams delivered. Diffuse ALZAK surface delivers 
60° beams. Specular ALZAK reflecting surface delivers 30° beam. Wire or Lamps not included in above 
prices. Standard package of recess units is one. 


SHALLOW ROUND DRUMS 


OPEN TYPE WITH HINGED RING AND GLASS 
Includes Reflector, Sockets and Hinged Ring 
with Opal Glass 








Includes Reflector and Sockets only. 








Cat. Diam. to Cat. Diam. to 
No. Wattage Price, Each Cut Hole ‘‘D” No. Wattage Price,Each Cut Hole ‘“D”’ 

: *Shallow drums require a 
M1060 One 50 or 60 $7.50 8,” M1063 One 50 or 60 $12.00 8l/,” height of only 4 inches. 
M1061 Two 75 or 100 10.00 101/,” M1064 Two 75 or 100 18.00 1014," Drums are formed of steel, 
M1062 Four 100 or 150 15.00 161/," M1065 Four 100or150 —-25.00 161/," cadmium plated for rust pro- 


tection, and finished alumi- 


Note: Wire and Lamps not included. num inside. 
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EDWIN F. GUTH COMPANY 


Cutts RECESSED LIGHTING WITH HINGED UNITS 


Guth “Triple A” reflectors with Hinged Frames as listed below can be installed on either wood, concrete, or metal 
ceilings. Also, when used with plaster rings, listed below, they are applicable to plaster ceilings. Wattage is to be 
determined same as on open type mounting. See below for further information on wattages. 





®Hinged Frame and 


® Hinged Frame and ®Cross Section ® Hinged Frame and ®Hinged Frame and 











Sanded Glass Sanded Glass with Guard Concentric Louvres ire Glass 
Type Ny 
Type “A” Hinged Type “C” Type “D” 
“Triple A”’ Hinged Frame with Hinged Hinged Dimensions 
ALZAK Reflector Frame and Sanded Frame with Frame with Min. Hole Rim Plaster 
(Holder and Sanded Glass and Concentric Wire Height Diam, Diam. Ring if 
Wattage Socket Included) Glass Guard Louvres Glass (H) (D) (O) Required 
75-100 No. AAA71 M1071A M1071B M1071C M1071D OZ 81/,” 10!1/,” $2.00 
Distributing Type $10.50 $15.90 $10.50 $10.50 
150-200* No. AAA73 M1073A M1073B M1073C M1073D ad 1014,” 1217,” $2.50 
Distributing Type $13.10 $20.60 $13.10 $13.10 
300-500 No. AAA75 M1075A M1075B M1075C M1075D 131/,” 121/,” 15” $3.00 
Distributing Type $21.90 $31.90 $21.90 $21.90 
750-1500 No. AAA17 M0017A M0017B ™M0017C M0017D 20) 181/,” opr $4.00 
Distributing Type $37.50 $48.50 $37.50 $37.50 
75-100 No. AAA715S M1071AS M1071BS M1071CS M1071DS 10” Bl,” 1017,” $2.00 
Semi-Concentrating $11.00 $16.60 $11.00 $11.00 
150-200* No. AAA73S M1073AS M1073BS M1073CS M1073DS WAH 101/4” 1217,” $2.50 
Semi-Concentrating $14.60 $22.10 $14.60 $14.60 
300-500 No. AAA75S M1075AS M1075BS M1075CS M1075DS 131/,” 121/,” 15” $3.00 
Semi-Concentrating $24.40 $34.40 $24.40 $24.40 
750-1500 No. AAA19 M0019A M0019B M0019C M0019D 20” 18\/” 228 $4.00 
Semi-Concentrating $44.00 $51.00 $44.00 $44.00 


*New 300-watt PS35 medium base lamp can be used in this type unit. 


Notes: ‘Plaster rings’’ serve as a ‘‘Ground” to plaster on; also, as a base for securely mounting hinged rings, to make the ceiling rigid by 


reinforcing lathing around the opening. “Plaster rings’’ are formed of heavy gauge metal, and should be on the job when lath work is 
being done. 





Determining Wattages and Aiea Per Outlet 


The building construction (beams, columns, etc.) will deter- 
mine the entire room into bays. Three considerations for 
determining wattages are: 











(1) The amount of light (in foot-candles) required — see 
following page. 








(2) Outlet spacing for Distributing Type reflectors should 
not exceed the ceiling height. When semi-concentrating 
reflectors are used the spacing should not exceed three- 
quarters of the ceiling height. 








AREA (nt 9a./% Per Ourler 








(3) Wattage of each outlet can be determined by chart at 
left. Guth engineers are available, at no obligation, 
to aid in making more complete analysis. Please call us. 


oO ; ty § 10 15 zo 25 30 35 40 
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DESIGNERS AND CRAFTSMEN 


om RECESSED LIGHTING WITH FLANGE UNITS ...Not Hinged 


“Triple A” recessed lighting units of Flange Type with glass, louvres, and guards are constructed so that the glass 
or louvres will slide up over the ceiling when lamps are replaced. Plaster rings are available as listed on right side 
of page. Reflectors do not seat on flange when glass is used, but are suspended as shown in cross-section. 





® Flange and 
Wire Guard 


® Flange and Sanded Glass e Flange and Sanded Glass e Cross Section e Flange and 











with Guard Concentric Louvres 
Type Ce 
“Triple A”’ Type ‘“‘W” Frame and Type “Y”’ Type ‘'Z”’ Dimensions — 
ALZAK Reflector Frame and Sanded Frame and Frame and Min. Hole Rim Plaster 
(Holder and Sanded Glass with Concentric Wire Hght. Diam. Diam. Ring if 
Wattage Socket Included) Glass Guard Louvres Glass (H) (D) (O) Required 
75-100 No. AAA71 M1071W M1071X M1071Y M1071Z 10” 8l/,” 101/,” $2.00 
Distributing Type $7.75 $13.40 $7.75 $7.75 
150-200* No. AAA73 M1073W M1073X M1073Y M1073Z 2 1014,” 121,” $2.50 
Distributing Type $10.00 $17.50 $10.00 $10.00 
300-500 No. AAA75 M1075W M1075X M1075Y M1075Z 131/,’ 1214,” 157 $3.00 
Distributing Type $18.50 $28.75 $18.50 $18.50 
750-1500 No. AAA17 M0017W M0017X MO0017Y M0017Z 20” 181/,” oot $4.00 
Distributing Type $32.50 $40.00 $32.50 $32.50 
75-100 No. AAA71S M1071WS M1071XS M1071YS M1071ZS 10” 81/,” 1017,” $2.00 
Semi-Concentrating $8.50 $14.60 $8.50 $8.50 
150-200* No. AAA73S M1073WS M1072XS M1073Y$S M1073ZS 12 101/,” 121/," $2.50 
Semi-Concentrating $11.50 $19.00 $11.50 $11.50 
300-500 No. AAA75S M1075WwS M1075XS M1075YS M1075ZS 131/.” AAW EL 5s $3.00 
Semi-Concentrating $21.00 $31.50 $21.00 $21.00 
750-1500 No. AAA19 M0019W M0019X MO019Y M0019Z 20” 181/4” Pap: $4.00 
Semi-Concentrating $37.50 $48.50 $37.50 $37.50 





*New PS35 medium base 300-watt lamp can be used in this type unit. All recessed units are packed one to a carton. 


Lighting — RECOMMENDED INTENSITIES (In Foot Candles) 
Stores— Medium Size and 


Armories— Hotel— Stores—Medium Size and 
DrlliSheds eee ee 10 Lobbyseeact ook. eee eeas 10 Departments in Large Departments in Large 
Exhibition Halls........... 15 Dining Roomsec.-.. sae. ts 5 Stores— Stores—Continued 
. : aa Artyerr  ceeee eee. 15 Haberdashery............ 20 
Axt Galleries— ree R 15 Autoisupply.c-meecects ies s 20 Hardware vaccr esse tei 15 
General................. Shel Pah ter ae eter aed 5 Bakeohop eee ict cere cris 20 Haticraec corti cimiereee te 20 
On Paintings......... 25-100 hie’ Heed eee Bree Sete reece cere reece ae Jewelryacceve con crane 20 
Mocclitorssisie oe 10 Museum— DING. sees rere sees eeeee Leather, Handbags and 
uditoriums ebts Tileat eee 10 Cigdr... sss eee eeeeeeees me Posi ka. ioe ae 20 
Auto Showrooms.......... 20 Special Exhibits...... 25-100 Clothing........--++++++5 0 Maatotis ate © ae 20 
Confectionery............ 20 Milli 20 
Ranke Post Office— Dairy Productstasneces ee 20 ergepet te deck lah Mog res 
Lobby DF Sane Caaf ie shane Bee 10 Decorator RENE oy he See A 15 Music os 66 8 4 G0 Fe an ge ee 6.4.6 20 
Lobby........ settee ene 10 Sorting Meters seen css 15 Ditidess tee saat pec ie 15 Nolionsanetomascc ore 20 
Cages and Office..... 50-100 Oificasteeie orcs ts cans 20 Dry Goods.... Sovetereterete oes on ata Pe a erator ore ete ke att ets 20 
Electrical Supplies........ 0 HOG sarcrcetere chptviets eonele re ere 20 
REE TOONS oes At ATES oh ek echo and Florist; ovate nien ee cya 16 Sporting Goods........... 20 
Dance Halls............. 5-10 arge Specialty— Furrier cn ccvensy + oes asso 20 Taollorscccce tence cakes 20 
. Maintiloorsamaaeieisieltetsiels 20 Burniture sects steve ier seie ere 20 TODACCO: civil eine a sracins LS 
Warages.5.-2.5 6 enh ts wa 5-10 Basement Store........... 15 Grocery serie eos eine 20 Variety stores sen sae eee 20 
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U.S. Pat. No. 85382. Other U. S. and Foreign Pats. Pending.—Trade Mark Reg. 


RECESSED INDIRECT LIGHTING— UNIT and STRIP SECTIONS 
Reflector ALZAK Aluminum 


Guth Glo Indirect Lighting provides a practical way to 
incorporate very attractive and decorative qualities, 
recessed in the walls. 


Reflectors formed with acute angles adjacent to the 
lamp and increasing to right angles with convex cor- 
rugation distributes the surface reflection, resulting in 
uniform intensity. 


Reflectors are formed of heavy-gauge, selected-grade 


Ve 





aluminum, and finished Satin ALZAK Aluminum. ALZAK 
brightens and permanently seals the aluminum reflectors 
for efficient lifetime service. 

Framings are illustrated in Extruded Brass, Reinforced 
Copper and Pressed Steel. 

Special designs will be furnished upon request; also 
our Engineering Department is at your disposal in help- 
ing to lay out your lighting problems. 


Practical application of Guth Glo unit in frieze. 









































© C3617 
GuthGlo Framing 
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* C3657 — Corner Unit i 





GUTHGLO 
—Recessed Indirect Lighting. Continues) 
@ C3617 


GuthGlo framing only. Finish F545 (Old Pewter). Extruded brass. 
For Reflector Unit For Reflector Unit 


Th” Type A $ 7.50 31"... Type E  ~..-$11.50 
15% TypeB&G... 8.50 45" ype. by oli. 12.50 
22\n"... TypeC ... 9.50 COG nL ype) eeen 14.50 
30” ...TypeD &H... 10.50 Each Additional 7/”.. 1.00 

@ C3631 


GuthGlo Framing only. Finished F753 (Two Tone Pewter). 
Pressed Steel. 


For Reflector Unit For Reflector Unit 


I'lyA”... TypeAa_...$13.10 37'\4”... TypeE  ...$18.50 
15” ...TypeB &G... 14.70 45Ce een ype becca 20.0 
22\/,"... TypeC  ... 15.30 CO Type 23.30 


He A eee Pec 
SOR hype!) Sc ki aee 16.90 Each Additional 7!/)”.. 1.69 


Above prices cover Metal Framing only. Prices on GuthGlo 
Reflector Units and Recessed Boxes are shown on Page 66. 








DESIGNERS AND CRAFTOMEN 
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© ©3657— Corner Unit 
Finish F545 (Old Pewter) 


Height Width Light Price Height Width Light Price 


1A! 14’ 1 $23.50 221/,” 14” 3 $37.50 
BSG 14” 1 27.00 *30” 14” 2 39.50 
15” 140 ane 30.50 30” 14” 4 44.50 
“Made for 150-Watt T10 Lamps. 
Others for 25 and 40-Watt T10 Lamps. 

Each Additional 7!/)”, for 25 and 40-Watt Lamps..... $ 7.00 
Each Additional 15”, for 150-WattLamps........... 12.50 
© C3636 
GuthGlo framing only. Finish F364 (French Gold). Copper 

re-inforced. 
For Reflector Unit For Reflector Unit 
T',A”.. Type ..$27.00 37!4”.. TypeE $47.00 


15’ | Type B&G.. 32.00 45’ | TypeF &1I.. 52.00 
22\"”.. TypeC.. 37.00 60” .. TypeJ_ .. 62.00 
30” ..TypeD &H.. 41.00 EachAdditional7!/,”. 5.00 
Above prices cover Metal Framing only. Prices on GuthGlo 
Reflector Units and Recessed Boxes are shown on Page 66. 
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* C3636 — GuthGlo Framing 


U. S. Pat. No. 85382. Other U. S. and Foreign Pats. Pending.—Trade Mark Reg. 


J Yetsyac 








EDWIN F. GUTH COMPANY 


GUTHGLO— Recessed Indirect Lighting Continues) 


ELECTRICAL TESTING LABORATORIES 


PLATE NO.25088 


NEW YORK 
ORDER NO.48776-3 


REPORT NO.130051 
CANDLEPOWER DISTRIBUTION 
GUTH GLO UNIT® 
Rendered to The Edwin F. Guth Company 


Lamps 3 - 25 Watts; 115 Volts; 233 Lumens; (Total Lumens 699); T-10 Clear Bulbs 
3-1 Filament; Medium Bese; Limited Service. 


Light Output in Percent of Bare Lanpe 39, 
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*E.T.L. Identification No.4064. 


Approved Upton tu. 


ngineer in Charge of Photometry. 


Gi THir— 


In Charge or Test, 


Plotted by: fv Checked bys Aw Date: July 22nd, 1931, 


The illumination results of GuthGlo produce deco- 
rative and attractive effects rather than intense light; 
and is so recommended. 


GUTHGLO 
RECESSED CABINETS 
Width 131/, inches, depth 35/g inches, 
length 7!/, inches and up. Made of sheet 


steel of approved gauge. Udylite plated 
against rust. 


For GuthGlo Unit 


2-25 W. 7/0 

OR 2-50W- 7/0 

OR -1§0W--T10 f 
2LT-/ 6k 


(led 
An Ww 
TF 4 38% 
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Shows how easily reflector 
shield can be removed for 
cleaning or relamping with- 
out use of tools. 

Shield is held rigidly in posi- 
tion by concealed spring. By 
raising shield it is free to 
remove. 


CACE OF WALL 

















MOCK OUTS 
FOR $2" COVOUT. 
OP & BOTTOM 











Type AX.... ‘Type: Ate $ 6.00 
TypeubXeuncs | eLype Bic Gunes 7.00 
Type CX.... V6) C aeeeee crete 8.00 bye ee 
Type DX.... TypeD&H ..... 9.00 
Type EX.... ‘Type. et, cas 10.00 
Type FX.. Type is ilies sores 11.00 
LYpeA a Acens Type J aes: oe 13.00 
For each additional 7!/)”.......... 1.00 











CBOSS SECTION 
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GUTHGLO 


REFLECTOR UNITS 
For T10 — 25 and 40-Watt Lamps 
Standard Finish Satin ALZAK Aluminum. 
Type Length Width Lights List Price 


A TV" 131," 1 $10.00 
B 156 131.” 2 15.00 
e 22'/7." = 131." 3 20.00 
D 30” 131,” 4 25.00 
E SW AN dt = wl oo 5 30.00 
F 45” 131,” 6 35.00 
Each additional’ 715%. ca... 0. = 45 steen 5.00 


For T10 — 150-Watt Lamps 
Type Length Width Lights List Price 





G Le 131/," 1 $12.50 
H ols 131/,” 2 20.00 
I 45” 131/,” | 27.50 
J 60” 131” 4 35.00 
Each additonal! 5. cess eters 7.50 


Above price complete, with sockets and wire, 
but not lamps. 


Above prices on GuthGlo Reflector Units do not 
include metal framing or boxes. ..Prices on 
recessed boxes shown to left. . . Prices on Fram- 
ings shown on page 65. 
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DESIGNERS AND CRAFTSMEN 


\ SURFACE STRIP UNITS and BRACKETS 
With Moulded White-Opal and Satin-Crystal Glass Troughs 


For Lumiline ox Regular Lamps 











a, 





°M1204-R&L, 4-LENGTHS 


For Vertical and Horizontal Use 
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* CROSS-SECTION °M1201-R&L, 1-LENGTH 


Guth Surface Lighting Strips and Wall Brackets are of refined and simple 
design. Their uses are numerous. The fixtures can be used for vertical and 
horizontal mounting. 


The different types are rigidly constructed with heavy-gauge brass frames, 
and the M1200 and M1206 fixtures have cast bronze decorations. 


Two types of glass can be furnished, at option. The white opal is supplied 
regularly, unless satin crystal is specified. 


The units are furnished, either with twin sockets for regular lamp—15 watts 
each, or with sockets for 12-inch Lumiline lamps — of 40 watts capacity. 


Standard finish of the fixtures is satin cadmium, but other finishes can be 















































supplied. . 
@ Nos. M1201R TO M1205R (FOR REGULAR LAMPS) 
Cat. No. of Lamp and Overall 
No. Lights Size Lgth. Width Ext. Price 
M1201R 2 Type A—15-W. 1434” 31," sy $14.00 
M1202R 4 Type A—15-W. 29” 31h" ey 24.00 
Z M1203R 6 Type A—15-W. A314," 314" Be 34.00 
© 11206 M1204R 8 Type A—15-W. VAY ESE EWS oh 44.00 
Brackeland M1205R_ 10 Type A—15-W. TN BAVA! ey! 52.00 
Ceiling Fixture 
@ Nos. M1201L TO M1205L (FOR LUMILINE LAMPS) 
Cat. No. of Lamps and Overall 
No. Lights - Size Lgth. Width Ext. Price 
M1201L it Lumiline—40-W. 1434” 31,” Gy $14.00 
M1202L 2 Lumiline—40-W. 29” 31/," eh 24.00 
M1203L 3  Lumiline—40-W. 4314” 31)” ey! 34.00 
M1204L 4 lLumiline—40-W. 5714," 31/," on 44.00 
M1205L 5  Lumiline—40-W. 7134” 31/)” ey 52.00 * M1200 
Bracket and 
Ceiling Fixture 
@®No. M1206 — L&R ® No. M1200 — L&R 
Cat. No. of Lamp and -Overall Cat. No. of Lamp and ——Overall 
No. Lights Size Lgth. Width Ext. Price No. Lights Size Lgth. Width Ext. Price 
M1206R 2 Type A—15-W. 254 31," 314" $30.00 M1200R 4 Type A—15-W. AQ," = 31/,." 4” $65.00 
M1206L 1 Lumiline—40-W. PASy 31," 31h." 30.00 M1200L 2  Lumiline—40-W. 4914," 31,” 4” 65.00 


See Other Surface Types on Pages 30, 31 and 72. Thank You! 

















EDWIN F. GUTH COMPANY 


‘““LOUVRE-LENS’’ FIXTURES 


s ( Patent Pending 
Efficient Glass “Louure-Lens”— For Wider Light-Distribution 
With ALZAK Reflectors 





The new Guth ‘“‘Louvre-Lens’” (Patent Pending) is moulded in pleasing design 
of crystal glass, acid-etched, and is available in two sizes. The primary advantage 
of “‘Louvre-Lens” is wide-angle light distribution. It may be compared to relative 
concentrated beams obtained with metal louvres (see Diagram A). ‘Louvre- 
Lens’’ are heat-proof, and are easily cleaned. 


The reflectors used with Guth ‘‘Louvre-Lens’’ are made of selected grade alumi- 
num metal; they are electrolytically brightened and permanently sealed by the 
ALZAK process for lifetime efficient service. As mentioned above, greater reflecting 
angles are accomplished with Guth “Louvre-Lens."’ Due to this the ALZAK 
aluminum reflectors used with “‘Louvre-Lens’’ are made for widest angle light- 








@ Guth distribution. 
‘“Louvre-Lens’’ 


Guth “Louvre-Lens’’ are available for many uses. Pendant 
luminaires (see page 69), Close Ceiling Type (listed below), and 
Recessed Lighting units (see following page). Variations desired 
in design and application, will be gladly worked out by our 
competent engineering and designing departments. 


ALZAK aluminum reflectors are incorporated with most types 
to assure permanent high efficiency of Guth ‘Louvre-Lens”’ 


units. 





@ Metal Louvre Lens = Glass Louvre Lens 
Diagram ‘‘A’’ 


1 \ “LOUVRE LENS’’— 

3 CLOSE CEILING UNIT 

The ‘‘Louvre-Lens’’ Close Ceiling Units are of direct-indirect nature, 
and with pleasing light-spills through louvres, are of good appear- 


ance. The units are available in two sizes, and longer lengths may 
be had when required. 








f~ Cat. No. Wattage Diameter Length Price 
XS R6063 150-200 bY di 141," $36.00 
R6064 300-500 201/,” gd 45.00 


Notes: These units are available with stems for lengthening, if desired. Add $0.60 
per foot list. Upon request, the R6063 will be furnished with mogul socket, 
$0.50 list extra, for 300 or 500 watt lamps. The R6064 can be used with 
750 to 1500 watt capacity, when specified. 
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DESIGNERS AND CRAFTSMEN 


uth ‘“\LOUVRE-LENS”’ ILLUMINATOR 





The ‘‘Louvre-Lens’’ Illuminator is especially applicable where localized lighting 
is needed to supplement modern indirect lighting (see pages 26, 27). In jewelry 
stores where direct light rays add brilliancy to the merchandise displayed, or 
also, on special displays where direct beam lighting will spot-light that area, 
“Louvre-Lens” Illuminator will prove of pronounced advantage. 





Cat. No. Wattage Diameter Length Price 
R6006 300-500 13a 36% $18.00 
R6065 750-1500 ye}! 42” 26.50 


Cutts ‘\LOUVRE-LENS”’ CEILING UNIT 





*R6006 


The ‘‘Louvre-Lens’’ Ceiling Unit is an efficient direct lighting 
fixture that may be interchangeably spaced with indirect 
lighting luminaires (pages 26, 27). Also, this unit may be 
used alone with very good results. 

A separate ALZAK aluminum reflector is used inside. Together 


with the good light transmission of the glass ‘Louvre-Lens”’ 
itself, this ‘‘Ceiling Unit'’ is very efficient. 


For pleasing exterior appearance the ‘“Louvre-Lens”’ Ceiling 
Unit has a light-spill through louvres. The unit is available in 


two sizes. 

Cat.. No. Wattage Overall Diam. Extends Price 
R6066 100-150 153 A $22.50 
R6080 200-300* Lis 14” 30.00 





“New PS-35 Medium Base 300-watt Lamp. 


N ‘“LOUVRE-LENS’’ RECESSED UNITS 
May be had in Multiple Grouping for Aichitectural Sreatment 





The ‘“‘Louvre-Lens” Recessed XY 
Units are of two types. The 
— : shallow type is for use where a 
fi ff = space above ceiling is limited; “hi 
ie & Pm . deep type is for use with angle 
| [| y sae | ceiling space. 

| | A ea | The shallow types have por- 
: celain enamel reflectors, and 





is — 











Fe be deep types have ALZAK s— == 
SS SS reflectors. oo ARs 
—— KK « ITD 
SHALLOW TYPE DEEP TYPE 
Cat: Min. Hole Rim Cat. Min. Hole Rim 
No. Wattage Height Dia. Dia. Price No. Wattage Height Dia. Dia. Price 
R6067 75-100 41/," gl/,” LOE $18.00 R6069 75-150 10” gif,” 101,” $13.50 
R6068 150-200-300* Sy 12," 14” 22.00 R6070 200-300* 12" 1014,” 121/." 16.10 


*New PS-35 Medium Base 300-watt Lamp. *New PS-35 Medium Base Lamp. 
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FLUSH RECESSED LIGHT BOXES 
Numerous Standard Sizes — May be “Sailered” fox the Installation 
Reflector ALZAK Cluminum 





ALZAK Efficiency: The inside reflector in each of these boxes is 
formed of selected-grade aluminum and finished ALZAK, the new 
efficient and permanent reflecting surface. ALZAK is 27 per cent more 
efficient than porcelain enamel or chromium. ALZAK is heatproof. 


Easy to Install: Ordinarily the boxes are required ahead of frames. 
Guth’s simple method of frame attachment to box, expedites installa- 
tion time. Angles for plaster ceilings will be furnished at~small 
additional list; prices upon request. 


Easy Wiring: Knockouts are provided in steel box to minimize 
wiring time. 


Adjustable Porcelain Sockets: Approved by Underwriters, Guth 
porcelain sockets are adjustable to assure correct filament-positioning 
for various size lamps. Sockets are placed high, providing even dis- 
tribution of light on glass. Twin sockets will be supplied upon request 
— optional. 


Flashed Opal Glass Panels: Good appearance and even lighting 
of panels. Also, opal glass renders good light transmission. Sand- 
blasted, dense opal, or decorative colored glass furnished optional 
upon request. ‘Prismatic Lenses’’ (see page 60) will be furnished for 
some sizes, at an additional list. 


Glass Channel Frame: More rigid holding of glass panels—neater 
job, with glass channel frame. No loosely soldered clips to fall out 


under lamp heat. Glass slides out from one open end. Minimizes 
glass breakage. 


Hinges as Long as Glass Frame: Greater service and strength 
from these heavy long hinges. Also, more attractive and neater. 


No Light Leakage: Extra wide frame in Z channel form prevents 
light leakage; and also plaster from falling. 


Heavy-Gauge Steel Housing: Made of heavy gauge steel, the 
boxes are plated by the Udylite process — protecting against rust. 


Vented Against Heat: All steel boxes are well ventilated to amply 
take care of excessive lamp heat. 


WITH STATIONARY FRAMES 
























































Light boxes are also furnished with stationary frames con- 
structed as shown. Made of steel. Prices upon application. 


FLUSH BOX SCHEDULE 























Catalog For Standard No. o Box Dimensions ——- Frame Dimensions 
Number Lamps Design Sockets Depth Width Length Width Length Price 
M1140-1 Up to 40-Watt Square 1 de TV," 7," 9” 9” $ 16.25 
M1140-4 4 wh Rey LSE 161/,” 161/,” 37.50 
M1141-2 a af 1\/," he 9” 161/,” $ 21.25 
M1141-4 4 ff 7," 29” 9” 301/,” 33.75 
M1141-6 Up to 40-Watt Rectangular 6 ihe 7," 43” Oo 441/," 47.50 
M1141-8 8 zu TV," oy fe 9” 581/2” 62.50 
M1141-10 10 Es TV," Hie 9” 72)/," 81.50 
M1142-1 Up to 100-Watt Square 1 8” gl/,” gl/,” 1117,” 11,” $ 26.25 
M1142-4 4 8” 18” ioe 20” pelt 55.00 
M1143-2 2 8” gl/,” 18” 111,” 20" $ 31.90 
M1143-4 4 8” gl/,” ole 1117,” 38” 46.90 
M1143-6 Up to 100-Watt Rectangular 6 8” gl/," 54” 111/,” 5G) 62.50 
M1143-8 8 8” Q1/,” 1e- 111,” 74” 87.50 
M1143-10 =© —s 10 8” gl/,” 90” 111/,” 92” 112.50 
M1144-1 Up to 200-Watt Square 1 1% 14” 14” 16” 16” $ 33.75 
M1144-4 © 4 ie PAs 26” 28” 28” 70.00 
M1145-2 2 bi 14” 26” Lon 28" $ 43.75 
M1145-4 4 Lis 14” 50” 16” ees 63.75 
M1145-6 Up to 200-Watt Rectangular 6 112 14” 74’ 16” 14 87.50 
M1145-8 8 Pie 14” 96” 16” 98” 120.00 


Notes: Frame made of brass is finished Satin Cadmium and lacquered with burn-proof quality lacquer. Also furnished in other finishes. 


All units are furnished completely wired. Lamps not included. 


See Pages 61-63 for unit type recessed units. Page 69 shows ‘‘Louvre-Lens’’ type. 


See Page 60 for recessed units with Prismatic Lenses. 




















DESIGNERS AND CRAFTOMEN 


\ EXTENDED RECESSED LIGHT BOXES 


For Wider Light Distribution —Hash Opal Bent Glass Panels 
Reflecting Surface ALZAK Uluminum 





bs ( 








Guth Extended Recessed Light Boxes are especially effective where used in low ceilings, and also where totally 
recessed light boxes (page 70) do not render the desired light distribution. The lamp-filament in Extended Recessed 
Units is on the ceiling line, thereby producing greater light-angle beams. 


The reflecting surface is of ALZAK aluminum to assure permanent lighting efficiency. Porcelain sockets with Under- 
writers’ approval are furnished. Units are completely wired. The frames are easily removed for lamp replacement. 























Catalog For Standard No. of Dimensions Frame Size 

Number Lamps Sockets Depth Width Length Width Length Price 
M1150-2 2 Te TV)" 157 9” 161/,” $25.00 
M1150-4 A af TI," 29” oF 301/,” 37.50 
M1150-6 Up to 40-Watt 6 af! Th" 43” g” 441/,” 50.00 
M1150-8 8 i TI," yh 9” 581/,” 62.50 
M1151-2 2 8” QI,” 18” Te PRO $35.00 
M1151-4 4 8" QI/,” 36” ee 38” 50.00 
M1151-6 Up to 100-Watt 6 Se gl/," 54” el 56” 65.00 
M1151-8 8 om Ql/,” LPR! ta 74” 80.00 


Notes: Frames are made of brass, and finished Satin Cadmium. May be had in other finishes. Ends of these units are of brass, Satin Cadmium 
finished. 


Lamps not included in above prices. 


\ RECESSED BOXES FOR LUMILINE LAMPS 





Guth Recessed Light Boxes for Lumiline lamps are constructed of same 
high quality as standard units listed on Page 70. Frames are continuously 
hinged, and channel frames hold the White Flashed Opal Glass Panels. 














Catalog Box Dimensions Frame Dimensions No. of Length of 

Number Depth Width Length Width Length Lamps Lamps Price 
M1146 6" Th" ey 9” 141)" 1 Ay! $21.50 
M1147 On 7)" 19” 9” 201/,” 1 18” 26.50 
M1148 6” 7" 25” g’” 261/,” 2 25 31.50 
M1149 6” 7)" Sie g” 381/,” Pe fel 46.50 


Notes: Standard Finish of Brass Frames is Satin Cadmium. Lumiline Lamps are not included in above prices. Units are completely wired with 


Lumiline sockets. 











EDWIN F. GUTH COMPANY 


eh SURFACE LIGHTING TROUGHS 


Strongly Made with Brass Frame — Flashed White Opal Glass Lanels 
Reflecting Suiface ALZAK Cluminum 
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* Type ‘‘C’'— Corner Type 





Guth Surface Troughs are rigidly made of heavy gauge metals. The frame is made entirely of brass; a separate steel 
ceiling plate facilitates installation. Types ‘“‘A’’ and ‘“‘C’’ have continuous hinges for easy lamp replacement. 


Separate ALZAK aluminum reflecting surface is furnished in all types to assure permanent lighting efficiency. 


Underwriters’ approved porcelain sockets are supplied. The White Opal Glass panels are rigidly held with con- 
tinuous channel frames. 

















Catalog For Standard No. of —— Overall Dimensions —— Type “A” Type ‘‘B”’ Type “C” 
Number Lamps Sockets Extends Width Length Price Price Price 
M1176-2 2 le 7)" 10 $ 23.40 $ 19.10 $ 19.10 
M1176-4 4 Th 77," 29” 37.15 29.40 29.40 
M1176-6 Up to 40-Watt 6 wh 7)” Ase 52.25 42.85 42.85 
M1176-8 8 ks 7," Whe 68.75 56.25 56.25 
M1176-10 10 wh 7," ¥ Abe 89.65 73.35 73.35 
M1177-2 2 8” g\/,” 18” $ 35.10 $ 28.71 $ 28.71 
M1177-4 4 8” gl/,” 36% 51.60 42.20 42.20 
M1177-6 Up to 100-Watt 6 8” gly,” 54” 68.75 56.25 56.25 
M1177-8 8 8” gl,” Ten 96.25 78.75 78.75 
M1177-10 10 3 gf,” 90” 123.75 101.25 101.25 
M1178-2 2 ie 14” 26” $ 48.10 $ 39.40 $ 39.40 
M1178-4 4 Lis 14” 503 70.10 56.40 56.40 
M1178-6 Up to 200-Watt 6 LIE 14” 74” 96.25 78.75 78.75 
M1178-8 8 LL 14” 96” 132.00 108.00 108.00 


Notes: When ordering, please specify Catalog Number and Type Number. For instance, if ordering Type ‘‘B’, the “‘V’’ shaped trough, for 
100-watt lamp size, with 8 sockets, designate as follows: Catalog Number M1177-8, Type ‘‘B’’. Also Code Number (pages 95, 96) will 
aid in specifying. 


Frame is made of brass and finished Satin Cadmium. Also, furnished in other finishes. 
All units are furnished completely wired. 


See Pages 30, 31, 67 for other Trough Types. 























DESIGNERS AND CRAFTSMEN 


( \ SURFACE LIGHTING UNITS 
With ALZAK ox Porcelain Enameled Reflecting Surfaces 





° M1180 to M1183— 1 Light 
White or antique bronze porcelain enameled frame. Hinged unit. White opal glass bowl. Reflect- 
ing surface, white porcelain enamel. 

© M1184 to M1187— ] Light 


Made of brass. Standard finish of hinged frame is brushed brass. White opal glass bowl. Reflecting 
surface, aluminized, 








*° M1188 & M1189 — 4 Lights ° M1190 to M1192 — 1 Light 





Satin cadmium finished brass frame. White opal glass panels with Satin cadmium finished brass frame. White opal glass panels. 
hinged bottom. Reflecting surface is ALZAK aluminum. Reflecting surface is ALZAK aluminum. 

Cat. No. Wattage Lights Width Depth Glass Size Price 
M1180 25 to 40 1 1114,” Al/,” G1751 8” 10.40 
M1181 25-75 1 1314," 5,” G1752 10” 12.65 
M1182 25-150 1 151,” 61/4" G1753 Wat 16.50 
M1183 25-200 1 18” 63/44” G1754 14” 23.00 
M1184 25 to 40 1 114,” Al/," G1751 8” 10.40 
M1185 25-75 1 eign’ Bl,” G1752 LOR 12.65 
M1186 25-150 1 151,” 61/4" G1753 i 16.50 
M1187 25-200 it is} 63/4," G1754 14” 23.00 
M1188 100-400 4 20” Hae Panels a. 62.50 
M1189 100-800 4 24” 131,” Panels fits 75.00 
M1190 25-100 1 2g af Panels stée 25.00 
M1191 25-150 1 ile? 8” Panels Ae 30.00 
M1192 25-200 1 16” g” Panels Sta 36.00 


Notes: Above units equipped with single porcelain socket. Two sockets for smaller wattage lamps will be furnished in M1182, M1183, and 
M1185 to M1188 (incl.) at small additional list. 


See Pages 54-57 (incl.) for similar type units. 
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\ STANDARD BANK and TICKET WINDOW REFLECTORS 
Reflecting Surface ALZAK Cluminum 





e M1158 


Guth Standard Bank Screen Lighting Units and Ticket 
Window Reflectors are rigidly and solidly made of the 
best grade materials and workmanship. Each of the 
units (M1155 and M1160 excepted) has a separate 
inside reflecting surface formed of aluminum and fin- 
ished ALZAK. ALZAK is an efficient reflector, 27 per cent 
more efficient than chromium or porcelain enamel. It can 
be bent or dropped without chipping or breaking. It is 
heat-proof which is important due to the confined heat 


in these units. ALZAK reflectors can be washed daily 
without ill-effect on the absolutely permanent surface. 


All units listed ‘‘With Glass’’ have frames that are 
removable for easy lamp replacements and reflector 
washings. 


Any of the reflectors may be had in continuous strips 
when required. Prices below. 


11 
| 














e Wil l56— Bronze 
°¢ M1157— Steel e M1155 _ Bronze 


eM1159 — Steel 











@ vil 165 — Bronze e Vi1165 — Bronze 

















°M1160 — Brass evil 164 — Steel @ M1166 — Steel 
°™M 1161 — Bronze 

Spe ee ehey Continuous Strips 
Catalog Std. Dimensions Price Lgths. 2’ to 8’ with Ends 
Number Made of_ No. of Lights LAMP With Glass Height Extends Length Std. Size Priced per Foot at 
M1155 Brass 1 Type A—15-75W Yes 4l/,” 4\/,” 10” $12.50 eee 
M1156 Bronze 2 Type A—15-100W Yes 43/,” 6” 18” 22.50 $13.50 
M1157 Steel 2 Type A—15-100W Yes 43/,” By 18” 17.00 10.25 
M1158 Bronze 2 Type A—15-75W Yes 31/,” 5a 18” 18.75 11.25 
M1159 Steel 2 Type A—15-75W Yes 31)" St ish 14.25 8.45 
M1160 Brass 1 Type T-8—40W No 17,” 21/2" 15% 15.00 3 ee eet 
M1161 Bronze 2 Type A—15-75W Yes 63/4,” 41/," 18” 30.00 22.50 
M1162 Steel 2 Type A—15-75W Yes 63/4" 4l/,” its 25.00 17.00 
M1163 Bronze 2 Type A—15-75W Yes 33/4" AY 18” 25.00 15.00 
M1164 Steel 2 Type A—15-75W Yes 33/,” 4” 18” 18.75 11.25 
M1165 Bronze By Type A—15-75W Yes 31," 4” 18” 18.75 11.25 
M1166 Steel Pe Type A—15-75W Yes 31)" 4” 18” 14.25 8.45 


Notes: Units are furnished completely wired. Twin porcelain sockets are supplied with turn-switch. 
When mitred corners for Continuous Strips are required, add $5.00 list each, except for M1161 and M1162, add $7.50 list each. 


Bronze and brass reflectors are finished standard bank bronze. Other finishes can be furnished. Reflectors made of steel, finished any 
sprayed bronze required. Any additional information will be gladly sent upon request. 

















DESIGNERS AND CRAFTSMEN 


nN REFLECTORS and SIGNS 
With ALZAK and Porcelain Enamel Reflectors 


Guth M1194, Combination Reflector and Sign, and M1193, Illuminated Sign are made in standard sizes, or may be “tailored’’ for the installation. 
Standard glass panels are glossy black background with deep etched white letters. Other glass with raised letters, and with background to match 
bank fixtures may be had. 









































°M1193 


°M1194 


pre fase Combination unit, is 4 x 18 inches face and 5 inches deep. Two standard lamps up to 100-watts can be used. Diffusing glass bottom panels 
are furnished. 


M1193, Sign only, is 3 x 18 inches face and 4 inches deep. One T8 Tubular Lamp is used. There is a hinged rear door for easy lamp replacement. 
Full-sized drawings will be submitted with installation data. 





No. M1208—TABLE REFLECTOR FOR BANKS, LIBRARIES, ETC. 
Cast and sheet bronze. Separate inside ALZAK reflector. 
M tueignitessupiontemradinches jong overdll.17 inches high overdll;... csc 41 gue's e's see fe wees nonce ousa v vee ct daslees cut c6 Price, $150.00 
Standard finish, bank bronze, may be had in other sizes and finishes. 
For shorter or longer lengths, prices upon application. 





*R1297 





°R1287 
DESK LAMP 
Made of brass. Separate inside ALZAK 


WALL REFLECTOR 


Porcelain Enameled reflector. White inside. 


WALL EXTENDED REFLECTOR 


Made of brass. Separate inside reflector. 
Extends 12 inches overall. Reflector 12 inches 
overall. Diffusing glass bottom panels. Twin 


pull sockets. 
Price, $25.00 


reflector. Height 24 inches. Length 15 inches. Antique bronze, outside. Pull socket. 


Twin’ pull sockets. 


Price, $35.00 Price, $11.25 
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\ LUMILINE-LAMP FIXTURES 
t For Vertical and Horizontal Use — For 12" and 18" Lumiltine Lamps 

Lealished CHROMIUM Fixtures 
The attractively effective Polished Chromium Fixtures for use with Lumiline Lamps can be used vertically and hori- 
zontally. At present, the Lumiline Lamps are available for 30 and 60-watt in 18 inch length, and for 40-watt in 12 inch 
length. The use of these lamps is primarily decorative and is recommended for striking effects on back-bars, taverns, 


restaurants, etc. The lamps are also very fine for use as shaving lights in bathrooms. Fixtures M1170 to M1174 (incl.) 
are equipped with single-pole switches. 
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e M1170 e M1171 e M1172 e M1173 
For 2—12” Lamps For 1—12” Lamp For 1—18” Lamp For 2—18” Lamps 
and 1—18” Lamp 
° M1174 


For 2—12” Lamps 
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e M1170 


In horizontal use— any of above units can be used 
vertically or horizontally 








@Wvii70 TO M1174 (inclusive) @Mi175 
Cat. Overall Overall Cat. Overall Overall 
No. Width Length For Lamps Price No. Width Length For Lamps Price 
M1170 Th" 26” 2-12" & $40.00 M1175-A 10” 151f,” o-l2e $15.00 
1-18” M1175-B ile 211,” 3-18” 17.50 
M1171 a 20” 1-12" 12.50 M1175-C Lor 2771/2" 6.2% 27.50 
M1172 41" 26” 1-18” 15.00 M1175-D 10” 331/,” 6-18” 32.50 
M1173 5” 26” 218% 30.00 M1175-E 10” 391/4” 9-12” 40.00 
M1174 Si,” 205 2-12” 25.00 M1175-F 10” 451/,” 9-18” 47.50 
Notes: Standard package, three assorted. Lamps not in- cpa ae ete ie oa 
cluded in above prices. Fixtures finished polish i. /2 i 3 

chromium. Can be furnished in other finishes. Notes: Strip lighting also made for one or two rows of 
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eM1175 





Lumiline lamps. Prices upon application. Stems 
and canopies can be furnished for any type. 
Polished chromium is standard finish. Fixtures 
made of brass. Lamps not included in above 


prices. 


Lumiline Strip 
Lighting 


See page 71 for Recessed Lumiline Troughs. 








HOSPITAL 






f over a third of a century we have specialized in the 
science of illumination. Special attention has been given 
to hospital lighting and many notable achievements in 
this field have been developed by our engineers. Guth 
equipment is in use in hospitals in nearly every country 


in the world. 





SAINT LOUIS, MISSOURI 


EDWIN F. GUTH COMPANY 
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@ 
Formed of aluminum. Finished ALZAK for maximum efficiency 
and permanency. See Pages 27-29 for numerous other types. 





 ( 








\. Indirect lighting requires a reflecting surface 
that is extremely efficient and also one that 
does not deteriorate. Guth Indirects (pages 
27-29) are of two finishes. Indirect units made 
of the modern metal, “Aluminum,” are fin- 
ished by the ALZAK process. The efficiency 
of ALZAK is unsurpassed, and the perma- 
nency is guaranteed. Other Guth Indirects 


} For Wards, Rooms, Corridors, and Offices 


The general illumination 
in hospitals is best accomplished by means of 
indirect luminaires. The dignified and refined 
lighting results to be obtained by this method of 
lighting, not only render a bright, cheery atmos- 
phere, but further, assure better seeing conditions, 
so necessary for hospital work. Immaculate ap- 
pearance, featuring paramount cleanliness and 
sanitation of the modern hospital, is definitely 


enhanced by the indirect method of illumination. 


The primary advantage of indirect 
illumination is total shielding of the light-source 
from eye-view. Harmful glare, as delivered by 
ordinary light sources, causes constant discom- 
fort, actually affecting the nervous system and 


progressiveness of patients and personnel alike. 


Secondary advantages of indirect illumination for 
hospitals may be classed as elimination of harshly 
contrasting ceilings, minimizing of shadows, and, 
as mentioned in the first paragraph, a more 
cheerful and bright atmosphere for the modern 


hospital. 





(pages 27-29) are formed of steel and finished e 
. Cushe karen with porcelain enamel (glass ‘‘fused’’ into Formed of steel. Finished per- 
sizes of Guth Indirects. $3.00 added to steel). ALZAK aluminum reflectors are recom- manently by vitreous porc>- 


list of specific type desired. mended. 


lain enamel. See Pages 27-29 











DESIGNERS AND CRAFTSMEN 


n\ INDIRECT LIGHTING and GUTHFAN 
Shadewless, Eye-Ease Lighting ... Incorporated with GUTHFAN 








Surgery—Peralta Hospital, Oakland, Calif Guth Indirect Room Lighting, Barnes Hospital, St. Louis 
* Indirect lighting is herewith demonstrated as used in *Soft, even illumination possible with indirect lighting 
operating rooms. High-intensity lighting is obtained with is ideal for wards and rooms. There is no harsh glare, 
entire elimination of the light-source from one’s view. no shadows, with the result that there is less strain and 
Indirect lighting casts no shadows. eye-fatigue for hospital patients. 


GUTHFAN Conditionaire 
Healthful, Comfortable, Cooling - No Blasts - No Drafts - With or Without Lighting 


The modern. equipped hospital affords every possible aid to the comfort of patients and personnel. The advantages 
of healthful cooling, incorporated with the lighting system, are decidedly in keeping with up-to-date hospital methods 
of modern conveniences. 


Only Guthfan with its patented principle draws up the cool, dry air from the floor and distributes it outward and 
downward over a wide area. The hot, humid air above the fan is left unmoved. 


One Guthfan circulates more air than three 16-inch oscillating fans with half 
the current. 


Guthfan is the only complete cycle air circulator. There are no blasts of air or 
drafts created. A constant, gentle, cooling breeze of refreshing, revitalized air 
with no danger of “Summer Colds."’ 


GUTHFAN and 
LIGHTING 


To the right is illustrated 
the healthful Guthfan 
with modern indirect 
lighting reflector, as one 
unit. Many designs and 
types of lighting equip- 
ment are available with 
Guthfan. 


See Pages 24 and 25. 


Please write us for fur- 


ther information. *One of numerous designed lighting 
units with GUTHFAN 
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eff GENERAL ILLUMINATION (Continued) 








PLendant and Ceiling Units for Use with Flluminating Glassware 
Semt-Indirect Glass Unit on Lage No. 47 





© Brass Ceiling Unit id Glassware 

Ceiling unit listed on page 45; Glassware 

listed on page 58; Ceiling unit is finished 
chromium or statuary bronze. 











®Porcelain Enamel Flange ®Porcelain Enamel Pendant 
@Brass Pendant for Glassware with Glassware with Glassware 
Pendant listed on page 45; Glassware listed Flange listed on page 46; Glassware listed Pendant listed on page 47; Glassware listed 
on page 58; Pendant is finished chromium or on page 58; Flange finished white, ivory, on page 58; Pendant is finished white, ivory, 
statuary bronze. and other colors. or other colors. 





( \ CORNER and WALL bat anime sete 


Reflecter ALZAK Cluminum 


DIFFUSE ALZAK 
ALUMINUM REFLECTOR 









VERTICAL 
SECTION 





SUTLET BOX EITHER 51DE 
SHOULD BE PLACED 
4/2" CORNER TO CENTER. 











PLAN VIEW-CORNER TYPE By mounting the fixture in corner of the X-Ray room the electrical 
©23958 outlets are kept at the greatest possible distance from the aerials 
of the high-frequency wires of the X-Ray equipment. The outlets 
should be placed 4!/, inches from corner of room to center of outlet 
box. Two to four of these units are required in small rooms. Where 
room is extra long we suggest four corner units and two side wall 
units. This unit directs the light to the ceiling, thus preventing the 
direct rays of light from coming in contact with the operator's eyes. 
*R3958 and *R3959 
Made of steel. Outside finished ivory. Separate inside ALZAK 
aluminum reflector. 
Fits on Standard Outlet Box 














Number Extends Height Price Code 
PLAN VIEW - FLAT WALL TYPE R3958 le 14” $25.00 Citric 
*R3959 R3959 tales 14” 30.00 Citron 
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DESIGNERS AND CRAFTOMEN 


\ ADJUSTABLE and PORTABLE 





@ PORTABLE WALL BRACKET 


With 8’0” cord and plug. Aluminum reflector 
finished satin ALZAK. 


BED and EXAMINATION BRACKETS 





° M1167 


® BED AND EXAMINATION LIGHT @ 90° ANGLE WALL BRACKET 


To be attached to bed with 8’0” cord and plug. U.S. Govt. 56. Made of steel, finished outside 
Slips out of holder; is portable. Also, 90° baked white enamel. Reflecting surface is 
swivel-joint. Aluminum reflector is finished aluminized. Convenience receptacle in back- 
satin ALZAK. R5573 for wooden bed; R5574 plate. 

for steel bed. 


Cat. No. Refl. Diam. Extends Height Price 

R3961 6” 10” 6V/,” $11.56 
R5573 43/4" 53/4," 5V/," 10.00 
R5574 43/4” 53/4” 51," 10.00 
M1167 43/4” 14" 73/4" 10.50 


om BED LIGHTS 





* Bed Light 


Guth Bed Lights are made of two types construction. No. R6071 is made of 
steel, with sheet steel ends. No. R6072 is made of brass, with cast bronze 
ends. Also, R6072 has an inner liner of ALZAK aluminum to reflect maxi- 


mum light. 


The Bed Lights are fastened to the bed by screws. Pull-chain sockets are 
furnished, and 8-foot rubber cord and plug is supplied. 








Std. 
Cat. No. Made of For Lamp Width Extends Price Pkg. 
R6071 Steel 25-50 9” 51," $7.00 6 
R6072 Brass and Bronze 25-50 9” 51/,” 7.50 6 


Notes: When made of steel it is lacquered as specified any color outside and aluminized 
inside. When made of brass it is highly polished, and plated Statuary Bronze. It may 
be had in other finishes. 
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\ BI-LIGHTING BRACKET 
With “1-2-1-off” Lull Switch - Direct and Indirect Lighting 






s( 











Guth Bi-Lighting Bracket is used for direct and 
indirect lighting over the patient's bed. Two 
separate lamps are used and either may be lighted 
singly, or both at one time. 







The unit is strongly made. The steel housing is 
removable for easy lamp replacement. Inside 
this housing are 2 permanently finished porce- 
lain enamel reflectors for efficient lighting. Sand- 
blasted glass panels are furnished in top and 
bottom for good light diffusion and to avoid glare. 


Cn a | 


























e Cross-Section 





e R445 








Catalog Maximum Overall Overall Std. 
Number Lights Wattage Width Length Extends Price Pkg. 
R4645 2 2-75 61/4” 81/," 734,” $32.00 6 


Notes—Three-way switch is furnished. Lamps not included in above prices. Finished white or ivory, baked enamel as specified. 


PORCELAIN 


ACLITE 


PATENT NO. 1251406 —1147717 
TRADE.MARK REGISTERED 





Please See Page 53 for Prices. 





e Al067 e A1066 





e AlO72 e A1073 
e AlLOT4 e Al07S 





e A3346 e A3347 
*A1077 e Al064 e A1065 e A3348 e A3349 




















HOSPITAL AGLITES 





p Built te Last— Numerous FSypes 


Guth Hospital Aglites (page 53 for additional types) 
are made of cast iron or steel and finished permanently 
by porcelain enamel (see page 92) or baked enamel. 
The porcelain enamel finish is glass ‘“fused’’ into the 
metal at temperatures between 1200° and 1800° Fahren- 
heit. The resultant ‘“‘window-pane” finish is “true’//— 
that is, the white, for example, is even and pure; 
there are no grainings or changes in texture to mar 


DESIGNERS AND CRAFTSMEN 


U.S. Patents Numbers 1251406 and 1147717 — Trade Mark Registered 


are furnished either with dense opal glass or opaque 
porcelain enameled steel shades. The units are furnished 
with the glass shades unless specified differently. Add 
$1.00 list additional for porcelain enamel shades. 

Nite Lites: AGLITES Nos. A1084-A1089, inclusive, are 
for use with small 2-candle-power, 110 volt lamp. Small 
switch on fixture controls this lamp. Lamps not furnished 





this beautiful finish. Baked enamel, also, is a durable 
finish, being baked-on at 200° Fahrenheit. 


Glass or Porcelain Shades: The AGLITES listed below 


‘ Git. 2 ae 


on any of units listed on this page. 


Types Al1083, A1084 and A1085 are mounted on 2-gang 
tandem switch-box. Switch-box not included. 


[ 
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#; 1083" 


Porcelain Enamel 


© A1086 
© A1087 


Porcelain Enamel 
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® A1078, A1079, A1080 
Baked Enamel € 














* A1081 ° Al1082 
Paked Enamel 


A1078 — CONVENIENCE OUTLET — OPAL GLASS 


eAl089 
Porcelain Enamel 


Porcelain Enamel 












































Number Lights Pull Keyless Ext. Height Glass Size Price 
A1078 2 ee 2 BI)” 10” G3144 534 x 2\4 ~ $14.05 
A1079 2 1 i 81/," 10” G3144 534 x 21/4 14.90 
A1080 2 2 Ae 81)" 10” G3144 534x 2/4, 15.75 
Al081 — TOGGLE SWITCH — OPAL GLASS 
A1081 2 5 Z 8l/," 10” 2-G3144 534.x 2'/, $16.05 
A1082 2 1 1 gif” 10” 2-G3144 53/, x 2i/, 16.90 
Toggle Switch Controls Upper Light 
A1083 — TOGGLE SWITCH CONVENIENCE OUTLET — OPAL GLASS 
A1083 1 s I 1V/," 9” G3144 53, x al, $9.00 
A1084 — CANDELABRA — TOGGLE SWITCH — OPAL GLASS | 
A1084 2 a 2 Th" 9” G3144 534x214 $9.30 
A1085 2 1 1 vA ou G3144 534x244 9.70 
Toggle Switch Controls Nite-Lite. 
A1086 — CANDELABRA — TOGGLE SWITCH — OPAL GLASS 
A1086 2 an 2 10” 8” G3144 534 x2, $6.60 
A1087 2 1 1 LOR 8" G3144 534 x 2l/, 7.00 
Toggle Switch Controls Nite-Lite. 
A108’ — CANDELABRA — OPAL GLASS ; 
A1088 2 a 2 9” ah G3144 534 x 2\/, $5.40 
A1089 2 1 1 9” le G3144 53/4, x 2'/, 5.80 


Nite-Lite Controlled by Wall Switch 
Notes: Standard package is 4 assorted. Prices do not include lamps. 
When G3092 Porcelain Enamel Opaque Shade is desired, please specify, and add $1.00 List each shade. 
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OPERATING ROOM LIGHTING 





* R4522 


Rigidly Made fox Permanent Use and Efficient Lightin 


*willl3 *W1114 *®W1115 
CLINIC-LITE 
U.S. Patent No. 1663653 — Trade Mark Registered 


4 Lights: 1 Large Lamp — 
3 Small Lamps 


g Quality Finishes 

















Reflector and cano inished * RSS75 
MINOR OPERATING ROOM UNIT aes Bereta se ueat Stem, 
3 Lights: 1—300 or 500-Watt; 2—60-Watt. brass, finished white enamel. MINOR SURGERY LIGHT 


Reflector and canopy finished white por- 
Stem, brass — finished muss ace Aluminum reflector finished Satin 

— 2 and Diffuse ALZAK. Iron base 
finished black. Rubber 
Reflector adjustable 90°. Hori- 
zontal maximum length of arm 


celain enamel. 


chromium. 


Roughed Inside Cylinders for canopy 
lights. Size, 274 x 413 inches. G5959 En- 
closing Globe for reflector light. Lower 


Opal glass bowl. 





3 Lights: 100-Watt Each 


casters. 





half, roughed outside — Top half, clear. 20 inches. 
Glass globes sealed to keep out vapors. Y 
*wlllé *WI1l117 *W1118 
CLOSE CEILING TYPE CLINIC-LITE 
1 Light — 3 Sizes 
Reflector finished white porcelain enamel. 
Opal glass bowl. 

Catalog Number No. of Lights Lamp Wattage Glass Overall Length Fixture Overall Spread Fixture Price 
W1113 4 1—100 or 150 and 3—60-watt G627 30” 14” $25.00 
W1114 4 1—200 and 3—60-watt G628 Sou 20” 30.00 
W1115 4 1—300 or 500 and 3—75-watt G629 36” 26” 45.00 
W1116 l 1—100 or 150 G627 101/,” 14” 15.00 
W1117 1 1—200 G628 ifs} 20” 19.00 
W1118 1 1—300 or 500 G629 18” 26” 31.50 
R4522 3 1—300 or 500 and 2—60-watt G629 Cle 16” 45.00 
R5575 $' 3—100 None 86” 205 75.00 


Lamps not included in above prices. 














N SURGERY - LITE 


Registered U. S. Patent Office 


( 








DESIGNERS AND CRAFTSMEN 


Better Quality Jekumination for the Surgeon —Gureater Safety Margin 
Reflectors ALZAK Cluminum 


The quality of illumination of Guth Surgery-Lite is unequalled 


in diffusion, uniformity, volume, and is practically heatless. 
The light beam is not concentrated on a small spot which would 
produce strain on the surgeon's vision, in contrast to the relative 
darkness of surrounding areas. Instead, there is concentration 
on an area approximately 24 inches in diameter, with a grad- 
ual fading off, from full intensity to normal illumination. 


Safety demands that operating lighting must not depend on a 
single light, because of the danger involved if the lamp should 
burn out. With Guth Surgery-Lite, a burned-out bulb would not 
materially affect the illumination. As an added safety factor, 
the canopy lights may be wired to a separate circuit, or may 
be connected to a storage battery with trickle charger. 















*R3973 — 13-LIGHTS 


Chromium Plated. With Adjustable Gear. 
Length, 60 inches. Spread, 36 x 66 inches, Overall. 





Reflector Canopy 

Number Lights Lights Price 
R3972 9 None $600.00 
R3973 9 4 645.00 
Same as above except without adjustable gear. 

R5584 9 None $440.00 
R5585 9 4 425.00 

SPECIFICATIONS: 


Inner reflectors are of specular ALZAK finish, which is superior to 
silver, chrome or mirrors in maintaining reflecting value. 


Guth Surgery-Lite is made of cast and spun brass, finished in chromium. 
There is no deterioration. 








OUTSTANDING FEATURES OF 
GUTH SURGERY-LITE 


« Light produced by nine reflectors from a spread of 


36” x 66”, eliminates shadows. 


- Focus is universal and not in the form of a cone. 


A solid beam is produced with concentration on 
space approximately 24” in diameter. 


Rays penetrate deep cavities. 


White light — no glare — no eye strain — no heat. 
Calorex lenses are furnished. 


- Multiple lights obviate danger from burned out bulbs. 


Open-type structure does not enshadow skylights 
during daylight hours. 


- All parts sealed with gaskets to prevent entrance 


of vapors. 


- Permanently aligned. Cannot get out of adjustment. 
. Focused light-beam readily moved. 


. Sealed sockets, lamps and wiring prevent arcs and 


sparks. Adjustment handles insulated to avoid 
static sparks. 


Permanent chromium-finish prevents discoloration, 
corrosion and deterioration. 


Entire unit is dust-proof. 


. ALZAK-finished aluminum inner reflectors are not 


atfected by heat or vapors. 


. Long life, standard production lamps insure good 


service. 


. Sturdiest and simplest operating light made. 





* R3968 — 5-LIGHTS 


Chromium Plated. 
Length, 60 inches. Spread, 18 x 42 inches. 





Unless otherwise specified on order, all lights are 110 to 115 volt. Reflector Canopy 

Distance from the floor to ceiling of operating room should be specified Nomber Lights Lights Deine 

when ordering. = - 7 rr ie = 
i z - : 4% lights, R3968 one 

Nine 94-watt, P25 clear bulbs are furnished with unit. Canopy lights Sat . ; REG 00 


not furnished, are for 60 watts each. 
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P ef RECESSED ROOM and CORRIDOR, SIGNAL, 





and SHOWER LIGHTS 


@ RECESSED ROOM AND CORRIDOR LIGHTS 





Number Depth Width Height Glass Made of Price 
R1092 31/,” 45/,” 73/4" G3857 Iron $10.00 
R1096 A\/,” 95/,” 61/2” G3856 Iron 12.00 
M1198 61/2” QV,” 53/4” None Brass 16.00 
R3698 346" 81/," 4\/," None Iron 7.00 
R3962 51/9” 121,” 2!/,” Extension G4451 Iron 22.50 
R3963 51/2” 121,” 2\/,” Extension G4451 Bronze 30.00 
@ SIGNAL AND EXIT LIGHTS 

Number Glass Extends Diameter Overall Material Price 
M1195 Plain Opal 21/4" 51," Brass $14.00 
M1196 Exit 2\/," 5,” Brass 15.00 
Note: Exit glass for M1196 is ruby with white letters. 





@ SHOWER LIGHT 
Number Recess Depth Diameter of Hole Ring Diameter Price 


M1197 7" 53/," 71/_" $12.50 











NO.333 SW. BOX WITH 3 SPACERS 


Yd Y: Z 



































* R3962 
White baked enamel face with white 
moulded glass bowl. Cast iron frame. 

* R3963 
Cast bronze frame finished statuary bronze 
with white glass bowl, as above. Both of 
above fit standard 5-gang switch boxes 












































(boxes not included). For 6” tubular lamps. ef o 
ROS WALL PLATE CAST & Pies ~ 
N / * 
lehiot a 
. \ * R3698 fe / s 
( AS ee) PASS White baked enameled, cast face, with louvres. i { 
Hf AR A With separate white porcelain enameled inside ioe 
Ss j N reflector. Fits standard 4-gang switch-box which / 
H A RS is not included in prics. For 15 to 25 watts. \ \ j 
. \ f 
| a Ri A j 
A ——— Xx a 
Pe ene & ae ; NY = =e) “ae a 
Fi i KN ** / ey * M1197 — SHOWER LIGHT 
| S aed) ama Permanent ALZAK aluminum reflector. 
Be peers a SS EX Frame, polished chromium, with diffus- 
u < es) ENS AY Se ee f ing glass. Rubber washer included. For 
*Rio92 = KYQSS™ 25-40 watts. 


White baked enarzeled face with dif- 
fusing glass panel. For 25 to 40 watts. Box 
7\/4" x 4!/)” x 3" deep, included in price. 





*wil9ss —SIGNAL LIGHT 
Brass frame, finished white 
baked enamel with white glass 





ee ; dish. Standard 4” outlet box 
White baked enameled frame with wire necessary. For 10 watt lamp. * M1198 
glass panel. For 25-40 watt lamp. Recess . i" 
box 4” x 9” x 53/2” deep, included. Sepa- *M1196 — EXIT Cast brass frame with brass louvres. Finished baked white 
rate inside, white porcelain enameled Same as above except ruby glass enamel. Cast iron recessed box 51/4” x 81/2” by 51/3” deep, 
dish with word “EXIT,” in white. including U. S. V. 26. For 60 to 75 watts. 


reflector. 
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°/ ‘ PSYCHOPATHIC-WARD and JAIL LIGHTS 
discs UNDERWATER TYPE 


@ PSYCHOPATHIC-WARD AND JAIL LIGHTING UNITS 









































Number Sockets Diameter Glass Reflector Price 
R1093 None 8” G3853 None $5.00 
R1094 None 10” G3854 None 6.00 
R1095 Non2 Wah G3855 None 8.50 
Number Lights Diameter Depth Glass Size Price 
R1097A 1 123/," 6” G3449 ibs? $22.50 
R1098A 2 1234," 6” G3449 as 25.00 ~ ee 
R1099B 1 1234,” 6” G3449 Lis 21.25 Y £7 oo 
R11008 2 1234” 6” G3449 Lis 23.75 
Number Overall Depth Overall Width Overall Length Glass Price 
C3826 A45/_” 1034,” 1034” Wire-Glass $25.00 
C3859 Al/.” 85/2” Diameter Wire-Glass 17.50 
C3891 Alf” 6 95/2” Shatter-proof 15.00 
© UNDERWATER LIGHTING UNIT 
Number Overall Depth Overall Width Overall Length Glass Price 
C3414 41/." 47/,” 91." 4" Plate $22.50 * R1097 to R1100 


Brass frame, finished Statuary Bronze. 
Separate inside White Porcelain Ena- 
meled Reflector. Type A for Shallow 
Slab. Type B for Thick Slab. 12” x 5” 
box included. 
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* C3414 








Cast Bronze frame, solidly sealed by rubber gasket; cast iron 
recessed box (with drain holes). For 60 to 75-watt lamps. One- 
quarter-inch plate glass in frame. Dimensions of box, 91/2” x 5” 
and 35” deep. 





| * C3RE9 


| 

la] aa i Cast iron, inside-hinged frame 
ae Sees” AL with integral guard. Finished 
Baked White Enamel. Separate 


\ inside White Porcelain Enam- 


eled Reflector. Round 16-gauge 





recessed box, 8” full, in diam- * R1093 — R1094 — R1095 
eter, and 4” deep. For 60 to Hinged brass frame with diffusing glass 
75-watt lamp. panel. Frame finished Statuary Bronze. 


Reflector, socket and box not included. 
Frame Removed by Key. 











\ 


* C3826 














Heavy-gauge brass, double- 

hinged frame, finished Statuary @ C3891 * C3891 

ae para n Heavy-gauge steel frame, finished Ivory Baked © 

Porcelain Enameled Reflector. Enamel. Shatter-proof (3/ 16” thick) frosted glass, | 4 

16-gauge steel recess box 91/;" secured on inside by machine screws. Separate a a | ie 

square and 4!/)" deep included. inside. White Porcelain Enameled Reflector. | E = | | 
12-gauge steel box, 8!/p” x 5!" x 34” deep in- Ni 


Two sockets, one for 100-W. 
lamp, and another for 10-W. 
nite lamp. Frame Removed by Key. 
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cluded. For 50 to 75-watt lamps. 





EDWIN F. GUTH COMPRIY 


Cutts BIN, RAMP, and AISLE LIGHTS 
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*™M1199— BIN LIGHT 














*K1207 — RAMP LIGHT 


* M1207 — ARM AND SHADE 


@ M1199 — BIN LIGHT 


Efficient porcelain enameled reflector, 
with port-holes in ends to illuminate 
bins, shelves, etc. Brass canopy. Exte- 
rior finished with satin gray. To mini- 
mize glare, the inside reflector has black 
edges. Wattage 40 to 75. Canopy 6 
inches diameter. Fixture extends 6!/2 
inches from ceiling. 


List, $6.00 


@ R5761 — JUNIOR BIN LIGHT 


For mounting between rows of shelving. 
Light is directed toward bins, yet is 
shielded from eye-view. Made of metal. 
Finish satin cadmium. Canopy, 5 inches 
square. Length, 8 inches. Wattage, up 
ton 15: 


List, $3.75 


@ K1207 — RAMP LIGHT 


Porcelain enamel Aglite with wire 
guard. Medium socket. Used for lighting 
ramps, basements, vaults, and low- 
ceiling areas. Diameter, 6 inches. 


List, $4.00 


@ C4017 — AISLE LIGHT 


Cast of iron, finished statuary bronze 
spray, or any other sprayed finish. Is 
bolted to theater or auditorium seats 
and used while general lighting system 
is dark. Has diffusing glass panel. 
Length, 5!/, inches. Height, 3!/4 inches. 
Extends 2% inches. 


List, $7.50 


@ M1207 — ARM AND SHADE 


Utility fixture for various uses. Shade 
is opaque, white porcelain enamel. 
Medium socket for 25-50 watts. Extends 
10 inches. 


List, $5.00 


@ R3379 AND R3380—INDIRECT 


Indirect unit used under low ceilings. 
Reflector is porcelain enameled steel, 
white inside. Ivory outside. 

No. Skt. Wattage Dia. Lgth. List 


R3379 = Med. 100 LOK a La" $8.00 
R3380 3=Med. 150 Wa” 3121," 9.00 


Another Close Ceiling Indirect on Page 28. 




















* R5761 
JUNIOR BIN LIGHT 
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* C4017 — AISLE LIGHT 





*R3379 & R3380 
CLOSE CEILING INDIRECT 
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uth’ WINCHES and WIRE GUARDS 
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@WINCH PRICES 


X1014—Cast iron cut gear. Cut steel worm. Raising 
capacity, 400 pounds. 


Price, $35.00 
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X1015—Cut steel gear. Bronze worm. Raising 
Capacity, 1,200 pounds. 


Price, $112.50 


ee 












@WIRE GUARDS 


: Guth Wire Guards for fixtures and reflectors are 


Ser OCR made of heavy tinned wire and finished brightly. * WIRE GUARDS 
* X1015 — WINCH Are furnished in many sizes. See Page 33. See G3676 to G3682 on Page 33 


\ PORCELAIN ENAMEL SWITCH PLATES 


Standard Package is 25 Assorted. Add 50% to List Prices on Broken Lots. 








s( 


Standard Standard Standard Standard Flush Standard Standard 
Push Button Toggle Twin Triplet Receptacle Duplex Telephone 
Plate Plate Plate Plate Plate Plate Plate 





Type Gangs Type Gangs Type Gangs Type Gangs Type Gangs Type Gangs Type Gangs 
ee a ee ene ee Se ee eee re ae 
K1171_ — Single K1177 Single K3393 = Single K3394 Single K1183 = Single K1189 = Single K1168 = Single 
K1172. = Two K1178 Two K4044 =Two K4046 =Two K1184 Two K1190 Two K1169 Two 


K1173 ~=Three K1179 =Three K4045 Three K4047 = Three K1185 Three K1191 =Three K1170 = Three 


LIST PRICES ON ABOVE 


Single-Gang, $0.30 Two-Gang, $0.72 Three-Gang, $1.08 
Over Three-Gang and Special, See Below 


Standard Combination 
Plug and Push Button Combination Plug and Combination Duplex 
Plate Toggle Plate and Toggle Plate 





Type List Type List Type 








K1195 $0.72 K1193 $0.72 K1187 

Standard package consists of 25 gangs oe over and may be assorted. Postal, door push plates, mop plates and other special shapes can 
Standard Colors — White, Ivory or Gray. Also furnished in Pink, be furnished in White, Pink, Blue, Brown, Gray, Ivory or Green. 
Blue, Brown and Green at 10 cents list extra per plate. Prices quoted upon request. 
Each plate in individual envelope with nickel-plated screws. Plates in other combinations than those shown above, also plates over 
Combination telegraph call plates, indicating Western Union and three (3) gangs are special, and are billed at following prices: 
Quantities of Single-Gang Two-Gang Three-Gang Over Three-Gang 

One Kind List List List List 

lto 9 $1.20 $2.40 $3.60 $1.20 Per Gang 

10 to 49 -95 1.90 3.00 IN ANY 

50 and over -60 1.20 2.40 QUANTITY 





————EEEEE = : a = _ — — —_ —— ~ — — ——= 


- 89 - 


EDWIN F. GUTH COMPANY 


Gut ALZAK Puccessing Equipment 








en se essen. 





@ REFRIGERATION 





@ GUTH SUPERVISION 




















Oe 














DESIGNERS AND CRAFTSMEN 






































of ALZAK 


ALZAK is the trade-name of a patented finish developed by the Aluminum Company of America. It is applied 
to selected-grade of aluminum metal, for permanent and greater reflecting values. Desirability of ALZAK is 
further enhanced, due to its wide flexibility of light-beams produced, i. e., the ALZAK process will produce 


from 20° to 70° angle of light-reflection from identically shaped reflectors. 


Electrolytic Fxeatment: The giant twin-generator set with synchronous motor drive, generates the 
high-voltage and high-amperage requirements of the Guth ALZAK operations. Primarily, the ALZAK process 
is electrolytic. After preliminary etching and polishing operations, the special grade aluminum already formed 
into reflectors, is subjected to a “Brightening” process that removes impurities from the surface and increases 
reflectivity to ninety-three per cent. After this ‘Brightening,’ the aluminum reflectors are given a second 
electrolytic treatment known as “‘Alumilite’’ which builds-up on the surface of the reflector, a coating of pure 
aluminum oxide. This sacrifices slightly the high efficiency after the ‘Brightening” process. Pure aluminum 
oxide as built-up on Guth ALZAK reflectors, is an extremely hard and inert material. Aluminum oxide is, next 
to the diamond, the hardest known material. In an impure form it is known as ‘‘Corundum” and is used for 
abrasive wheels. The white sapphire is pure aluminum oxide in crystal form. When colored by various materials 
it forms other precious gems such as oriental sapphires, emeralds, and amethysts. Guth ALZAK aluminum 
reflectors, coated with this hard pure aluminum oxide, are easily cleaned and maintained. They are permanent, 
do not tarnish, are not affected by heat or cold, and best of all, they are the most efficient really practical 


reflecting surfaces for lighting purposes. 


e. ? f) - = G . re 

Steam and Refrigeration Requirements: The 10-ton ice-machine pictured in the center of the pre- 
ceding page, and the boiler equipment pictured on the right are imperative for Guth ALZAK processing. The 
narrow temperature limits of the ‘“BRIGHTENER’”’ and “ALUMILITE” baths must be closely maintained for 


uniform quality work. 


Water-Still: Extreme precaution is necessary in all the numerous ALZAK operations. The steam water-still 
pictured on the preceding page delivers 100 gallons per day for these baths. The solutions cannot be recharged 
when certain limits are reached with impurities in the baths, thus requiring throwing away the entire old 


solutions. Guth ALZAK is an exacting process. 


Guth Superwision: Constant competent supervision is necessary for the even uniformity of quality work 


by Guth. The personnel of the Guth ALZAK department has been handpicked for exactness and care. 








LOTLe 


EDWIN F. GUTH COMPANY —— 


HOW GUTH FIXTURES ARE MADE 





eA battery of stamping presses, large deep 
draw-presses, down to smaller punch-presses; 
Guth large production items are produced with 
exactness and care. Male and female ‘“‘dies’’ 
for the press operations are ‘‘turned”’ in Guth’s 
own “‘die-making’’ department. 





See Pages 90 and 91 — the 
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e'Spinning,”’ a highly-skilled trade, is respon- 
sible for many parts of lighting fixtures. After 
years of learning, the “‘spinner’’ ‘‘feels’’ his 
metal, as it spins; and he ‘‘forms” it on wooden 
or steel ‘‘chucks’’ to the exact shape required. 
An extremely interesting profession. 


el 


Porcelain enamel is, in reality, a 
“window-pane”’ finish. It is vit- 
reous glass ‘“‘fused’’ into steel at 
1800° Fahrenheit. (See Micro- 
photo on page 52.) The hard 
glassy finish may be had in any 
color of the rainbow. It is lustrous 
and true—and permanent. Guth 
Company's electric furnace pro- 
duces a cleaner ‘‘white’’ finish, 
and a more true “‘color,” than 
other type porcelain enamel 


firings. 


Process. 

















=DESIGNERS AND CRAFTSMEN 


HOW GUTH FIXTURES ARE MADE 


From sketches of fixtures, accurate 
blue-prints of full sized detailed draw- 
ings go to the pattern department. 
Here highly skilled pattern makers, 
working in wood or clay, combine 
the sculptor’s art with a mechanic's 
expertness in creating the precise 
proportions, and completing the deli- 
cate tracery called for in the design. 
From the model is made a plaster 
mould, and from the latter, a red 
wax casting. This is carefully hand- 
tooled to ensure sharp outlines, and 
from it, a final bronze, brass, or 
aluminum casting pattern made. 





The patterns, described above, are 
solidly and evenly pressed into im- 
ported French Moulding Sand, which 
is contained by “flasks,”’ pictured to 
the right. The patterns are removed 
from the “‘flasks,’’ leaving exact 
impressions of the patterns in the 
sand. Then moulten metal is poured 
into the “‘flasks,’’ as pictured to the 
right. The metal runs into each de- 
pression, quickly chills, and hardens 
into shape. The castings are then 
ready for machining, filing, etc. 








See Pages 90 and 91 — the Process. 
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In this department the fabrication of 
parts is carried on. The workmen 
shown are forming sheet metal 
shapes and stampings into skeletons 
of huge lanterns, in whose sides art 
glass will later be permanently 
leaded. All joints of such framework 
are solidly riveted or spot-welded 
according to the requirements of the 
particular design. Here, too, are seen 
the powerful cutting and bending 
machines which form the metal into 
special shapes as called for in the 
drafting-room design. 









nN 


ds ( 


The proper wiring of high grade 
fixtures of the Guth type is more than 
a matter of providing proper cir- 
cuits and connections. The wiring is, 
wherever possible, of the entirely con- 
cealed type, with nothing on the 
exterior of the fixture to detract from 
its appearance. All circuits are care- 
fully tested, both mechanically and 
electrically, with every lead heavily 
insulated and made a permanent 
part of the fixture so that it will 
never need future service or attention. 





See Pages 90 and 91 — the Process. 
—————_____.,..u..u.uuu eee 


* 94 - PLASTIC BINDING —U.S. PATENT No. 1,970,285 
BECKTOLD COMPANY—ST. LOUIS—LICENSEE No. 7 


Numerical Index 











M1176-8 TypeC.... 
M1176-10 Type A.... 
M1176-10 Type B.... 
M1176-10 Type C.... 
M1177-2 TypeA.... 
M1177-2 Type B.... 
M1177-2 TypeC.... 
M1177-4 TypeA.... 
M1177-4 Type B.... 
M1177-4 TypeC.... 
M1177-6 Type A.... 
M1177-6 Type B.... 
M1177-6 TypeC.... 
M1177-8 Type A.... 
M1177-8 Type B.... 
M1177-8 TypeC.... 
M1177-10 Type A.... 
M1177-10 Type B.... 
M1177-10 Type C.... 
M1178-2 Type A.... 
M1178-2 Type B.... 
M1178-2 TypeC.... 
M1178-4 TypeA.... 
M1178-4 TypeB.... 
M1178-4 TypeC.... 














IM1203R wine vs oes ec 
IL 2Z041s ic aes ccteie ee» « 
MI2Z0IR waa Be. 
A 8 Os) Pe ear ocr 
VEL 208 Re aioe ene a wre eae 
19 7.05) Pe ee eea ko 




















Edwin F. Guth Bey, 2615 Washington Blvd., ST. LOUIS, MO. 


- 95 





Numerical Index 



































Page Code Page Code Page Code Page Code 
Catalog No. No. Name No Name Catalog No. No Name Catalog No. No ame 
MI206R 5. eee sentaen 67s OXHUYS Biv pA SS4S6 irre terete tare 53....GLORY 4044 ie aS Se erirexere | 89....OWJAR S128625. ..er ete tesres 13....0OWOBS 
KI207 Ae see tes 88.5, BUSY) © ||) (A3347 caren ween 53....GNARL K4048 see stares 89....OWJES S12882 in cacusseee es 15....OWOCT 
M1207 coe cceineta es 885. -OWGUT) 71) (AS348 re amieisisens rie 53....GNASH K4046 oo. co obese ene 89....OWJIT $12984 viscose cece 23....OXODY 
M1208 ow saeee sb etie de 7552. .OXPUGTe|) tA3340 Seems ee 53 GNOME K4047 5.5. dan arson 89 OWJOV S21805 pies steporerslapaieaas 8 OWOHY 
IMI209 ve crasiee tele © ote 60s} LOXRAC | RR33S63a00. naa 49 GROAT C412] San anaemia. a OXNUF S220 1G i, ccesets eholeievenste 18 OwoOJz 
M1210 saeco terse 6072). OXRED | 7] URRS364a0n eee 49 GROG R4522' Fee ores 84 PENAL S22Z0280 5 sre nara teters 18 OWOLC 
M21 Losartan cs 60729. OXRIFM oe ROOLo sage etter 88 HERON R4645..5).scanietinn aoe 82 OWjJUW S22023 sek sta were cients 19 OWONF 
IMI eee cette 60.45. OX ROG Fa |) R3380 eee ea 88 HILT R4&TA0 iu aachiaaees 28 TOPAZ $22024 0. Se acetals stetee 19 OWOYP 
IMI2IS cecum carn ciate 60a. OX RUB We KRS39S sence ee 89 OWHAP R4802 7-5 at rer eee ee 25 BABA S22126 s.cuciecincecdere 8 OWPAX 
M1214 60.20, OXSAD.) 7" KS394ein ce eo 89 OWHER RS235 ci eee oe eer 25 HOVEL S22A12T EA eaeiare eueistateres 9 OWPEY 
IMI2Z1 5s ctee ea auctor 60.7 4. OXSEF V7 & |e SSO Sacre rere 46 NARD R5365 2.9.2 tees 25 PRIOR S2215 15 yee tees 11 OWPIZ 
IMI BUG scsi oo ata 60.5: -OXSIGs. — | | C34l4 crew see en 87 OWHIS RS474 5 ee nee eee 29 SWATH S2ZIS5 ae oee rabies 22 OXOHC 
MAU2VZ.cmann ceed 602 2 OXSOR Ss || PRW3463 cen antes 50 VAST RS4 7S sn erteteceectors 29 STAR S22 156) seme occas 23 OXOYT 
M1218 .60....OXSUJ 50 VEDA RS4I6- 370 soe 29 SURF S31099 sore wnat 12 OWPOB 
MI12Z19\ ins coneesi 5 60 =. - OX TAF. = VW3465 s25 er oc ners 50 VENAL RESTS isc enemas: 81 PADDY SSL4S Tori cescrorateree are 16 OWPUC 
M1 220s cccctcaesitesul. 60....OXTEG 50 VEND R5574., Sova lec 81 PAGAN S314608. aac Maree 16 OWRAY 
Mi221e oe a aes 60....OXTIH 50 VENUS RSS7S: eect pose ae 84 PROUD S$31498 cs cme ce ster 16 OWREZ 
M22 O i rateise Aeaste thors 605. -OXTOI. = | W3468 ie cee 50 VERGE R5584),008 aarmtecserroe 85 KORAN S31524.0. ee see 9 OWRIB 
M223 int herbi it 6072 sO TUR al) (CS6L7ae eee eee tra 65 OWHOT RSSES seesaw meee 85 KRAAL S31738. Fence eter 20 OWROC 
M224 cs antocsteteayene stor 6022 -OXUCY, 4) eC3631v eee eee 65 OWHUW R5630 Hac ore eater 28 EPOCH S31807 sac. sae eyo 12 OWRUD 
M1225) peexctn eines 605.7 -OXUHD® +] (C3636, eee ete 65 OWICS R5637 scorer 29 STARK S31916 2 hei cece 20 OXPAB 
M1226 5 Gea yan cron ere te 6052) -OXUIE2 a) ly C36Sie emer mre: 65 OWIDT R5749 hoe aera 29 RULER S3IQUS a saci etrers 21 OXPEC 
M1227. Fara ara 60....OXUNK oe AMERCE R5S750 Ri antares elect ee 29 RUNIC $31923 35 civ nerenlcunetes 25 OXPID 
M1228) trees a to teats 6027.7. OXURM ® || i G3677Ge-eane eee 33 AGNAIL R561 see ee 88 RUBLE S41084 wre sincic nek eters al OXPOF 
M1229 5 ote cate 607-2. OSU TI |) G3678 ane 33 AGOING RST1S =. orcs eae 30 PROWL S41089 7 cease tars 3 OWSAZ 
M1230 can euacnaen 6075. -OXVAGE | We G3679 jeer tel: 33 AIRING R5776 30 PUPIL S41 Ale ee ectite oet LZ OWSEB 
MUIQ3 cscs: sori 6072. OX VEH@ |) G3680 see eeeer oe: 33 ALBINO R5798 cascee recat 30 PULSE SSOS2T rectus rete 17 OWSIC 
IMI2825 ocsn ate keane 60....OXVIJ 33 ALPINE R5842 Fas ceraeies 45 OWKAS SSOS6Si sceneries 11 OWSOD 
MIEZSSeeere seers er 602 Ss OXVOK || i C36S2ne enter 33 AMAZON R5843 Se omar. 45 OWKET S808 70 Wihecteeenes mee 10 OWSUF 
M1234 605.2 OK VU wae RS6OS ana eer 86 BROGAN RSS 44a scence rer 45 OWKIV 54235 ite ccs ctor 14 OWTAB 
M1235 We ee ciekcten crs 6075. .OXWAH os |" C3826icnerr canter 87 OWIHX R5845 See eee cere 45 OWKOW SS7166. 2 noes 15 OWTEC 
MI2Z3675 hac. cekisarers 605. OX WIKIS |e C3850" rmmeerciirs 87 OWILB R5943 4a cern eves 28 OSWOW SS7361 esos eo eetens 14 OWTID 
M1237 ssa eescar det 600i 2 OXW OL | C389 ae ania nee 87 OWIND R5986 . ee cereal share oo OTGAG S573825 eccrine tier 14 OWTOF 
MI2Z383.7 e606 nen eae 60....OXWUM 50 ASTERN R598 Las eee 33 OTGEH SS7S06 2c ocr erences 4 OWTUG 
RI263 seakas eae 492% 5 CHILL Sr |, (W3910 8-27 eon. ore 50 OWIPF R600 Scotian a 69 OSVOV S5ST7159 2) Garena eiente 15 OWUBT 
R264 e5 cs aes cena ee 49 CHIME, s|) (C3944. reves. eee 13 OWIRG RGOL4 Meee ote eee 45 OWKUX 'S57800 Darras tee cies 10 OWUGY 
RIZ6S eee en ee 49 CHIN 2598 | -R3OS8 ca eters: 80 CITRIC RGOlLG A crt oenerscaere = 45 OWLAT SS780 laren ce rere 10 OWUHZ 
RI2662- canoe eee ee 49 CHINA® (i) (R3959. aneeeee en eae 80 CITRON RGOLT foc cuter 45 OWLEV S57937. eiycchen een erate 19 OWUJB 
RRA et ee 49 CHITA el) tRSo6 leer eee 81 CLARET RGOIS Rec nites 45 OWLOX S57975 xc ace estar ll OWULD 
Re 28S. eee s 49 CHUTE@ |) 1 R3962 eerie 86 BRIDLE RGOG3 tae eee 68 OWLUY SS7977 eer acae eres 3 OWUNG 
R284 eee sents 49 CHYILE S| pe RSO63 arecbestshe ra arianes 86 BROACH RG06430. Fe ea scieta. 68 OWMAV S74441 ches eae 6 OWUPH 
R295. 7 tw a pees 49 CHYNE. ssp R R364 eer nee 48 CANDOR R6065. sacar mene 69 OVIMY S94057 oe, aor ere if OWUSK 
RRI2&C ass sence 49 CIDER, Srl) tRRSOCS ae rere 48 CANKER RG606G6 se. compe siete oe 69 OWMEW SO4058 oc Po cer oeh ner 7 OWVAC 
SHAY Ee Seer Pee 75 CIGAR Way | SeRRSOGGn ree rere 48 CANNON RGOGT ia cucne ere none 69 OWMIX S94846 |. a eee 6 OWVED 
R290 Neer ae 48 CISTI) 2 | RRSo6i- ee eee 48 CANTER REOGB ei sscencsreeron air 69 OWMOY S94847 5.8 i ches te oes 6 OWVIF 
R121 Serres tne 48 CULYs |) eR3968 san ere eee 85 CORNEL RG069 ea weer 69 OWMUZ $9493 1 USecinerecetcaete 4 OWVOG 
R1204 ee, cmt eee 48 CIVIL Ss eRS969 Seem coe 85 CORRAL RGEOTO A seeron acres 69 OWNAW $94032 one eres 4 OWVUH 
R1205 cn. awe ne toonn 48 CLACK. || §R3972 2a 85 COOKY R6OT1] Ae eee 81 OWNEX $94937:.2 0 Fishes ears 5 OWXAF 
RRUZO6 ca eteaee series. 48627. CLA Dig pan REGOlS seperate etre 855... COFFEE R6OOI2¥ coe 81....OWNOZ S$94938 oe ces ct ceeerere 5 OWXEG 
RQ Te ce anslete cee 752-0) CLATMis 3] ep C4017 ae ae 88....OWISH R680 ae ees 69... .OWNUB 
RI 2O8 rate te ee es 15 Sete CLA Mis | ORR 404S See ere emer a cre 49.... BUNKER G8683 to G8804....58....Glassware 
Alphabetical Index 
Pages Pages 
Pighiteg i rrais ee cote AG se ale aves Came o/Ste aie a Gre os Sree EOL RE Le a LOTT EAC Te ene 52, 82, 83 Jail Trightts 2805.65. 6 cinie a hee. soaseltane 5c Qipsverehabare orerattes bo (efetera teen ae teltetet eae ode Paley ete eee 87 
Biisle Light i524 e a he ee en el ne ee ere et erence ea nee eee ee 88 **Lioturvre-Liens ? . sicicisia aioe.) leaded re win cee iendore elinvee ofeie all. .a, Cantor Rasta ate eee 68, 69 
Baril: Reflectors. o35a-. 8 Os6 ated ee ee Bee Ee ee eee 74, 75 Lumiline Lamp Lighting o.oo. cisieie olay leis chet ort eieliolicte sires ehsietels oeaiieet aire Wa ods 
Basketball Lighting é+iso cave:ste crete nin ale elec oleae ae en ee nee tae 35 Mercury Vapor lighting )...4ice se wc cae criaeids at neces oreo eee 27, 28 
BDHICS sioii ice: susl fielacaaieig eta aieie: elblutle fetece areoo or oes her one ante aE ERSTE re Tere 45 Operating Room Fixtures ss... 4), cto stein saute See ei etnistens ein) eka stelies eval eee 84, 85 
Bed LsGaxh PG ele. be) oars io oy 0G) 6.0) © aie, RravertrnlayanOTOtwN xin ay re Pavone oe akaNe Lance aR See 81, 82, 83 Ornamental Fixtares o.6 con ates ace eierehons seleelcuaittehs cle lecelaeeeter iene ieee 3 to 23 (incl.) 
Billiard Table Lighting. 22. s critter oe inte So ee eet area eran oie 35, 36 Ornamental’ Glasswareiand Pendanitsience ccs ce eiersietetatete etoile ane 54 to 59 
Bi-Lighting Breaches 5 5 sie ssic i ahgis sp iterate 0 eens cub Grats oe Soci oan) otter 82 Printers’. Reflector <5 1s4:s 0's 's arsine oes whe ss ovens eletat acco Taha he eal ete fre ea eran eee 36 
LC Et DROME gn Deer ToO TSAO ONOCON AO OG GS nb woo BCEAO maa Sae 6 o4 88 Prigematic Lenses. «6 4.5 ssvelsis 9:4 a0sle «a0 siie ole eae ois alam evecare it ieeieter eietenetekese an treme 60 
Bowlirig Alley Lighting’. «csc se cca oer Ce ee ree oe eee 35 Psychopathic Ward Lights).v a. 6 << sis) clei ss tale ois SPapeie bo tases coe) ase eee ae 87 
Brackets $6 /..0:5:05.5< Souls wiser hee ake Da OO Oe Tee Gene Seer re 67, 76, 82 Ramp light odes science saa tints a orate atalw cian ovate ayeleiey otetbeyete lated terebelet slat tae tea ea 88 
Brackets, JEL Rtg Silko vince avo'e ncoee aceialeottsreretoratere ties ie Unni svaiaets nt cieacae taech ey clematis 48, 49 Recessed Indirect Lighting .cnccmictaneiie cee eee eine nee eee 22, 23, 64 to 66 
Brascolites aina fonda leew cb uu dievoretes Ghevas soe areas Ween Matte CGT Cal Pe Tee eS is 50 Recessed Lighting aga. ssc cee ie aie eoielersieratsreneectnne 23, 60 to 66, 69, 70, 71, 86, 87 
Clinic-Lite’’ a sat piiele Me. a abaliscalelniwesaa o ete aiederadcy-«'.e ie lors Gare even anes at rrenetenat tent Ranta cnet 84 Recessed, Units for Hospitals. . fisicis ave ous 0 .c.ci civ siotcia’ e's wie ss fe ieiehe wis) siateterenens 86, 87 
Compositor Reflector 20 We aciacs spercttesoeh he ee Se TO a Ee he eo ere 36 Reflectors, Glass—ALZAK Typeics occ. «mice wiclele ocreieu le ciells ole ofereae ace er eeenenenaee 34 
Concealed-Indixect] Fixtures in: cme ane ei eee ee nine etter 3, 22, 23 Reflector Hangers and’ Bracketss 25 oi eierae1s che teas eieieleis coe ele ate etatenanetaiete aero 33 
Continuous Reflectors i )s4 ics 2s cccpiele sos mieds piace siete leial Patera ors ea iaeniats ee 74, 75, 70 Reflectors;. Shadeholder: Type toric on ven cries oeieltialt «ele ets avian eee 34 
Desk Lights wie’asmya win -sipiaile ole, aiave Taltai-a abeha le relaiane Spies, aisle egw mapaie citata arenes irae Revs cent oe 48, 75 Reflectors, Spot and Beam Typed s <j. m- 2160 see siais ofa ee latete anise eee 34 
Decorative FPixhrres . osc sels oie eioktes ev athe OA LU OEE iene 3 to 23 (incl.) Semi-Direct, Lighting scciec ae clterreloeiets cle lenicve eaten: 12, 13, 15,20, 22, 47; 50, Sl 
Decorative Indirect Lighting... 42007 oe eee ee 7521 2295,507 01 Shallow Drums, Recessed o.oo. a)eeye a c-cia chalaiaiuce eke Sepaeneieremeneet oie et etal aie eee 61 
- Direct-Indirect’” lighting {2.3 <cm sama ne aie cn eee Cee ee ees 69 Shelf Ligh te iic sce ie aie: cicleorele Stag, ee iia Seater CEs Sete ea 28, 88 
Directional Signs. oon 2 ike ooh Cae et ee ee ee eee 37 to 45 Shower Ligh is ois sosic.e i's sea vob sesh aie lenele apr aoe matteo tet Sens) alee etree team 86 
Examination ‘Lights ss sis.c: custeee meth: nel aie e ee riciei eee ene ee eee erie 81 Signi) Tei ggh tc o 75.501 a 055 os iwse ayo: spo wlevaevov'e ire eal pias ke ve ce ye SNe oy encarta amelie ate) eet a 86 
Exxit Uaidte 215. Foc o csi on sig vic Me ae ee Be Eee 37 to 45 Sms Gow isd sale ores cs ac0h 8lbca/a lel d Gf avaveih ne: fowls Sots pelle ah atel sa aca ete tetiet ol ae 44, 75 
Extended Recessed Lighting’s:.: acne «asad elie co ee a eee 71 Spot Leigh tse srisic cc:c'e bos icles, +. aca's ¥m.e whanard ta apa ip leceiel’itpeteh ea neaane bate eat tee nae 34 
Flangas;|Porcelain Enamellisy.a 5 soon Gas Ce ee 46 Strip Tei ghting ss. occ cn o/c/oie duevsterwls eis, ouapattuac elena Siete nigra ete al ob ere ences eta at oa 31, 67, 76 
Glassware.. oinis Said. le 6 wie o.v. o/s ie eine wlelninialeeialaisinjeiolelsie sina wi tlees visi sles sisisjninisigin ls 58 Surface Lighting Units... 0.6. <c cas cis ce vie ie eine alpine piers ureter ere cinta rename 4a doee 
Glassware Fixtures oo. 00005 Gos aoe ete he ee ee 54 to 59 Surface Strips 2% 6106 «ss sis ete nase oye sicko hel ell oy Sune rete a ae fee 31, 67, 72, 76 
GuthFan Conditionaire. ic 57s tere ee a eee 24, 25 *Surgery = Lite ca csa's occ cic ce om Wile ara cotecs a1 paca ean eras aati eet aie aie 85 
Guth-Glo a(t oid (Sega a) ane 6 ism Weep Oe Te lage tm cay hate RST net site act ae ated 64 to 66 Switch Plates. o'o.5 0:00 isi0.4.4 susie laren a ee Gk ae meta a caataed |e ae ce 89 
Guthlitess oii iia scsi s hes ac o.F a On ee ne ee te ee ee 51 “Super-lluminators’’ )o5.5 <6 2d et. ceed ace be Bikol eee cee een 26, 27 
Hangers, Pendant and Ceiling Typosssi..4.1 eee eee 45 to 47 Table Reflectors ooeieisa 5 os a's asennad ol plevole fe bile eidiviote’ seat al a ies teiatareiettiata aaa 75 
Handball Lighting 3 saicls sticncaasotin le pn ecale crn Ree rere ce See et eee eee 35 to 36 “!Tripe. A’’ Reflectors)... 05)... 5:2 ice cucieier edie Coote on Sehnert eee 32, 33, 34 
Hospital Brackets of03 10s «ocx too ae ee eee 53, 81, 82, 83 Trough, Ligh ting ie '5 cessor aara ee ose ohataia oteen aaa alep ete etre nae 30, 31, 67, 72 
Hospital Td ghting 2. sisi: <sacte tae nisiaaie.e he rl ehereea eee Ate slate ete ere ea 77 to 89 Underwater Light... 5 ocdeis o5.0 seraiite oh bineleeet teal ain tala sancti ne 87 
Indirect Bracket «aaa ie diese « Lincalciaitie wuile's wb bk en Ce ee ee eee 80 Vaporproof Condulets. 6550-500 as bs oy cruele inieie Sie le Win aime ia el orale tale eae 48 
Indirect Lighting: ¢ «ccc a ase ceie ere create a ates esa he eee ae enc oe 26 to 29 Wirrch oss o5é aie a 0's sain. salad ai apare lela leat ele tolota Pelee Sarlatatie tres ater eas eae telat irate a 89 
Industrial Reflectors: .2. oa. 34) on eee eee 32, 33,34 Wire. Guards oo... ccsco'to 6 0b nines ayaietec cial ere Dictate erty gts 2a ae ene 33, 89 











Edwin F. Guth Co., 2615 Washington Blvd., ST. LOUIS, MO. 


TOG ; 
AVIRY LIRARR ”% 
GOLUMSIA UNIVER? 





$4 ~~ 















Fete aS) 2 : 7 bh or : ‘ = abs sy some < 2 SET SO as ye 
=F a > “ w i = ste at hie x 
2 ae lg Oe RET 
pl arn ag eae 
se war - 
+ iets MELE SES 20 a we 
ee <j 
: bes : of - el 
~ ps “eaidaat ateanetore: —— a 
ra oa pane Oa 5h Ras ra we 
.- a aie 5 aoe 
Ae = 
r : Ween: 7 
a nes “ an i Ye 
énlae *- 
Se ee 
= + me 
_ e ta ‘. 
eater Shee SS © as 
Se OSI See 
<j > prongs PS ten 
ATE hea Belt eRe pee ee ” 
- - x 2 
“ niadipouegy ssa oe 
~ - “ ~ _~ —_—— 
5 ~ =e = z 
a r4 - 
. . » 3 . ~< 
reli =— a 
~ 
— : Patio A ES 
“ 7 “ » 
~ ~ Se = : = 
- - a i Wa. 4 
- 
a we . 
. - r 4 ~ . 7 
. 2 oe i 
2 . C ee er a . - x 
2 = a | - y oe 4 he 








toe shapes 


Jai rl a team Aedes 


, 
Sn ee ee oe ee > . 
ee! pesos ea I ey te 
: : vs 


Pe inaction CS Sey og 


Pm ath oa 











mn - ‘ 4 ’ _ . 
i 4 a 4 ’ 
pe | x tio 
r : - Gl 2 
: -} . ~ ye 
: en a ra . 
ig ae 
SS rey 
.. , ¥ 
‘ - ie , oe : 
A a - = 9s. —- 
g %; — r - ”" i owen y ¢ 3 
by - - 
# : s w ue 
‘a a“ 's : - . a wile 
are 
= : ed eta « 2 
- - 5 7 
& Se igncey-s'ee = on - as = 
= 
. : ; i ; a" , 
” Ws “~ : > a ' 
§ — $¥ f eu ; : ; 3 
. es x oan ‘ 
Pr ; ee ; ‘ ; 
me a < - _ e . ~~ a + 
Deptenpes! VOSA by seed oa 5 , 
\ ¥ : os % 
% 8 " - r us ; { : 
iz & Pet a ; 
; = as a x 
i ° * ’ . =) 
i _ aoa ap pte eet earn tale dad tes haere) Ol Tee rt: " 4 é 
i cs 2 ote - o ps « . > 
ba ‘ ] > - . ‘es . 
¥ ‘ ‘ : oe v " | 
ui Pe yy k 
ie han + 
3 ~\ , 
: tons, Seen SOO Pee 9 
| mee 
‘ my ~ a us - - 
: ec aus 7 
one bat so : “ ~ ‘. ~ 
: . ee gin ed Core 
ad “ ers a ake a ; =2 ? 
-—* ; : 
2 a ~ ~ 
= 4 = ae ‘i 
: ? * S - a rs —_ er ss 
shi wa < H 
ies ~ aoe rym eds > . = = - ~ " 
C2 4 Pe = 
ater be mS = e pete REN Sie = Des = « *. 
é Son oy on . 
‘ 6 S a's nN pt 
nine oR ‘ 
be ¥o esosanss Sn hime “ oe ~ ‘ai 
= - i hi SN NG IT A el 8 cen tenses Ai pint a 
were * A 
oo “ eS. ~ ¢ eine ~ ¥ » 
: spate = al i ~ — ~ - —s 
¢ Soars 2072 IERIE ~ ~ ~ sips et 
re Ne a a a ee a er a ae Oe ee 
2 Rescdbenes : A 
Ee Ne ee ee Te = 






. 
Ds ca eee te 
. 
<4 
ters 
3 ta 
™ 
ated pero om sy 4 rR wv “a _ B SS eee aD ri 7 a . " yy 3 2 Yn es eras “ay + « 





Y Pls phi a a Satan: Saige 
ode Be oat MeN yy Serer area 


at st ay Se tens 





3 Saad ines sremephaeet 


seiibeet siiget ge” 
eee pis ier ee 


. Ks a eens weemsnnsanene> Sc sesare nerve: reheree- e en, EES BN 
Sa RRS oe FN pe ned ATE nase ae -t ad 








wa te weit B- aaaige tt malar gc = 


oe “ at ~ Erie 
tp ytee be Tr "Bee PSF ee 
v ~ AdB de: ¥ P <. hay 
Ca Pent Tate . 3 seo 




















SEA UH Bey aad es 
wert a pit reese sak ae cabs 





Sodhibenieraes er 


en are yore ees sooner 


TN ghee HE 


Tat ie ory Sasa es oe ae 













oe aguas oT pebeen tat delice Coy Reapers tenga w meer, cae see 

sree? en US a ae a SR. ae 

2 A AGREE HN Fee EE AEE EIS Be 

5 Spe endian thee weet tae a ee dgusttv priigeloges 

iG Ne onaptiaged te paged ro ah ae i: * 

eee oe Sena oan ne ee et ee 

3 Ee Sp eT ere ean Paiva 
e a enya ee ve et rae See pe See eet aaa mat 

ae Fee SEARO Sepeare euyeasherer. Fee tfad? ye: a ee bg 

tien em sntinns sir Me re Teas meer naan cae hme are 






he ne er ae ered, ae ae 











- itis Sete ete ae Pa Ci ig 


ere eae ee ica 








meme waco eae Sita ager oneatote ni bretl 


05 iagaaiaaemce 









Soe rt 


“Coe 8 








sre Breeseer 
oper ewig gous are er Tae 9 eee 


pate a ~ 





ee 29 2 
oS RE A ong Sein eee oes 
a 


det area bs aatiariceie pir ag 3 





i eS Tee Sencar A sesedhn 2i-—gyeats Repoerolichaatoah 


